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SCHEDULE 9.2.4 

UNBUNDLED ACCESS TO NETWORK INTERFACE DEVICES 
 
 
9.2.4 Unbundled Access to Network Interface Devices. 
 
 9.2.4.1 Definition.  The Network Interface Device (“NID”) to be provided on 
an unbundled basis pursuant to this Agreement is defined as set forth in FCC Rule 51.319.  
Without limiting the foregoing, it includes all features, functions and capabilities of the 
facilities used to connect the loop to the non telephone company wiring.  The NID is any 
means of interconnection of End User customer premises wiring to SBC-AMERITECH’s 
distribution loop facilities, such as a cross connect device used for that purpose. 
Maintenance and control of the End User’s inside wiring (on the End User’s side of the 
demarcation point) is under the control of the End User.  Conflicts between telephone 
service providers for access to the End User’s inside wire must be resolved by the End 
User.  Pursuant to applicable FCC rules, SBC-AMERITECH offers nondiscriminatory 
access to the NID on an unbundled basis to any requesting telecommunications carrier.  
CLEC access to the NID is offered as specified below. 

 
 9.2.4.2 Access to NID.  The SBC-AMERITECH NIDs, provided on an 
unbundled basis under this Agreement will be existing NIDs installed by SBC-
AMERITECH to serve its End Users.  SBC-AMERITECH shall permit CLEC to connect 
CLEC’s Loop to the inside wiring of a subscriber’s premises through SBC-
AMERITECH’s NID in the manner set forth below or at any other technically feasible 
point. 
 
 9.2.4.2.1 Due to the wide variety of NID enclosures and outside plant 
environments, SBC-AMERITECH will work with CLEC to develop specific procedures to 
establish the most effective means of implementing this Schedule 9.2.4:  
 
    9.2.4.2.1.1 SBC-AMERITECH will provide CLEC access to 

NIDs in a manner that will permit CLEC to connect its loop facilities to the 
Customer’s inside wiring through SBC- AMERITECH’S NID, as required. 

 
   9.2.4.2.1.2 With respect to multiple dwelling units or multiple-

unit business premises, CLEC will connect directly with the End User’s 
premises wire, or may connect with the End User’s premises wire via SBC-
AMERITECH’s NID where necessary. 

 
  9.2.4.2.2 If CLEC accesses the Customer’s inside wire as described in 
Schedule 9.2.4.2.1, the time and materials charges will be billed to the requesting party (i.e., 
CLEC, the building owner or the Customer). 
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  9.2.4.2.3 In no case shall CLEC remove or disconnect SBC-
AMERITECH’s loop facilities from SBC-AMERITECH’s NIDs, enclosures, or protectors. 
  
  9.2.4.2.4 In no case shall CLEC remove or disconnect ground wires from 
SBC- AMERITECH’s NIDs, enclosures, or protectors.  

 
  9.2.4.2.5 In no case shall either Party remove or disconnect NID modules, 
protectors or terminals from the other Party’s NIDs, enclosures or protectors. 
 
 
 
 


