
Schedule 1 

Definitions 

Access Tandem or Tandem - An Ameritech switching system that provides a concentration and 
distribution function for originating or terminating traffic between end offices, and/or a 
customer’s premises and is capable of providing Feature Group D service. 

Access Tariff - Any applicable Ameritech Tariff which sets forth the rates, terms and conditions 
upon which Ameritech offers Exchange Access, as defined in the Act. 

Access Traffic - Telecommunications traffic between a LEC and an IXC or between a C&IRS 
provider and an IXC which is carried on Feature Group D trunks. 

&t - The Communications Act of 1934 (47 U.S.C. Section 151 et, as amended by the 
Telecommunications Act of 1996, and as from time to time interpreted in the duly authorized 
rules and regulations of the FCC or the Commission having authority to interpret the Act within 
its state of jurisdiction. 

Affiliate - As Defined in the Act, 

Ameritech’s System - The communications network of Ameritech. 

As Delined in the Act - As specifically defined in the Act and as from time to time interpreted 
in the duly authorized rules and regulations of the FCC or the Commission. 

As Described in the Act - As described in or required by the Act and as from time to time 
interpreted in the duly authorized rules and regulations of the FCC or the Commission. 

Callina Partv Number (CPN)- A Common Channel Interofftce Signaling (B) parameter which 
refers to the number transmitted through a network identifying the calling party. 

Calline Partv Pavs Traffic - A call made in connection with a service where a caller to a cellular 
or paging subscriber agrees to pay the charges for the call. Typically, an announcement is played 
giving the caller the option to accept the charges or to end the call without incurring the charges. 

Carrier’s Svstem - The communications system of the Carrier used to furnish cellular mobile 
radio services. 

QYJ - Carrier Dedicated Trunk. 

Central Office Prefix - The first three digits (NXX) of the seven-digit telephone number. 



Central Office Switch - A switch used to provide Telecommunications Services, including, but 
not limited to: 

(4 End Office Switches; and 

(b) Tandems. 

A Central Office Switch may also be employed as a combination End Office/Tandem Office 
Switch. 

Channels - An electrical or photonic, in the case of fiber optic-based transmission systems, 
communications path between two or more points of termination. 

CLASS Features - Certain CCS-based features available to Customers less including, but not 
limited to: Automatic Call Back; Call Trace; Caller Identification and related blocking features; 
Distinctive Ringing/Call Waiting; Selective Call Forward; and Selective Call Rejection. 

Commercial Mobile Radio Service (CMRS) - Identical to the term “commercial mobile service” 
As Defined in the Act, but does not include paging traffic. 

Commission - The Illinois Commerce Commission. 

Common Channel Signalinn tCCS)- The signaling system, developed for use between switching 
systems with stored-program control, in which all of the signaling information for one or more 
groups of trunks is transmitted over a dedicated highspeed data link rather than on a per-trunk 
basis and, unless otherwise agreed by the Parties, the CCS used by the Parties shall be SS7. 

Connection Tvoe - The channel and associated service arrangement used to connect the Carrier’s 
System with Ameritech’s System for the purpose of interchanging traffic. 

Customer - A third-party residence or business that subscribes to Telecommunications Services 
provided by either of the Parties. 

Customer Name and Address Information tCNA1 - May include the name, service address and 
telephone numbers of an exchange carrier’s subscribers for a particular exchange calling area. 
This data includes nonpublished listings, coin telephone information and published listings. 

Dialing Paritv - As Defined in the Act. 

End Office Switch - An Ameritech switching system where telephone loops are terminated for 
purposes of interconnection to each other and to Ameritech’s system. An End Office Switch 
includes any Remote Switching Modules and Remote Switching Systems served by a host office 
in a different wire center. 
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Exchange Message Record (EMR) - The standard used for exchange of Telecommunications 
message information among Telecommunications providers for billable, non-billable, sample, 
settlement and study data. EMR format is contained in Bellcore Practice BR-010-200-010 CRIS 
Exchange Message Record. 

Exchange Telecommunications Service - The furnishing of an exchange access line for 
telecommunications within a local service area, in accordance with the regulations, rates and 
charges specified in Ameritech’s Exchange Services Tariff. Exchange Telecommunications 
Service includes the furnishing of the local facilities required to establish and maintain 
connections between an exchange access line and the toll plant in connection with toll calls. 

FCC - The Federal Communications Commission. 

ILEC - As Defined in the Act. 

Information Service Traffic - Local Traffic which originates on a Party’s network and which is 
addressed to an information service provided on an information services platform served by the 
other Party (s, 976 and 900). 

Intellectual Prouerty - Copyrights, patents, trademarks, trade secrets, mask works and all other 
intellectual property rights. 

Interconnection - The linking of Ameritech and Carrier’s networks for the mutual exchange of 
Local Traffic and Access Traffic. 

Interexchange Carrier (IXC) - A carrier that provides, directly or indirectly, interLATA or 
intraLATA Telephone Toll Services. 

Interexchange Traffic As defined in the Act. 

InterLATA - As defined in the Act. 

IntraLATA - IntraLATA is a term used to describe Ameritech services, revenues and functions 
that relate to telecommunications services originating and terminating within a single LATA or 
court-approved territory associated with the LATA. 

Isp is as defined in FCC Docket No. 97-158, First Report and Order, para. 341. 

Land-to-Mobile - The use of CMRS interconnection service for the origination of calls of wire 
line customers to the Carrier’s MSC. 

Local Access and Transport Area (LATA) - As defined in the Act. 

Local Exchanae Carrier (LEC) - As defined in the Act. 



Local Traffic - Telecommunications traffic between a LEC and a CMRS provider that, at the 
beginning of the call, originates and terminates within the same Major Trading Area (“w), 
as defined in 47 CFR Section 24.202(a); provided that in no event shall Local Traffic include any 
traffic which is originated on a Party’s physical switch, is transported and handed off to the other 
Party and then is routed/delivered to an ISP Point of Presence. 

w or Losses means any and all losses, costs (including court costs), claims, damages (including 
tines, penalties, and criminal or civil judgments and settlements), injuries, liabilities and expenses 
(including attorneys’ fees). 

MECAB refers to the Multiple Exchange Carrier Access Billing (MECAB) document prepared 
by the Billing Committee of the Ordering and Billing Forum (OBF) which functions under the 
auspices of the Carrier Liaison Committee (CLC) of the Alliance for Telecommunications 
Industry Solutions (ATIS). The MECAB document published by Bellcore as Special Report 
SR-BDS-000983 contains the recommended guidelines for the billing of an access service 
provided by two or more LECs, or by one LEC in two or more states within a single LATA. 

Mobile Switch& Center (MSC) - A CMRS switching End Office where CMRS customers are 
terminated for purposes of interconnection to each other and Ameritech trunks. Included are 
Remote Switching Modules and Remote Switching Systems served by a host office. 

Mobile-to-Land - The use of CMRS interconuection service for the termination of calls from the 
Carrier’s MSC to a wire line customer. 

Multi-Par& Traffic - Telecommunications traffic which is jointly carried by Ameritech and a 
facilities-based telecommunications carrier other than Carrier, including IXCs, LECs, ILECs or 
other CMRS providers. This traffic includes, but is not limited to, Transit Service and traffic 
carried pursuant to Toll Carrier Arrangements. 

Multinle BilVSinsle Tariff shall mean that each company will prepare and render its own bill in 
accordance with its own tariff for its portion of the switched access service. 

Non-CMRS Traffic - means traffic which is neither originated nor terminated on the wireless 
facilities of a CMRS provider. 

NXX - The three-digit code which appears as the first three digits of a seven-digit telephone 
number. 

party - Either Ameritech or Carrier, and m means Ameritech and Carrier. 

Point of Interconnection (POI) - The physical demarcation point between Ameritech and Carrier. 
This point establishes the technical interface, the test point(s), and the point(s) for operational 
division of responsibility between Ameritech’s network and Carrier’s network. 
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Premises - As Defined in the Act. 

Rate Center - means the specific geographic point which has been designated as being associated 
with a particular NPA-NXX code which has been assigned to a carrier for its provision of 
telephone exchange service The Rate Center is the finite geographic point identified by a specific 
V&H coordinate, which is used by that carrier to measure, for billing purposes, distance sensitive 
transmission services associated with the specific Rate Center; provided that Rate Center cannot 
exceed the boundaries of an exchange area as defined by the state regulatory commission. 

Recinrocal Compensation - As Described in the Act. 

Reverse Billing - means an optional billing service which has in the past been offered by 
Ameritech to CMRS providers horn time to time. Under this billing option, the CMRS provider 
is charged a per minute rate for calls to its customers and the calling party is not charged. 

Signaling Transfer Point (STP) - As Defined in the Act. 

Standard Billing - means a billing arrangement offered by Ameritech to CMRS providers. Under 
this billing arrangement, the calling party is charge applicable calling rates for calls made to 
customers of a CMRS provider. 

Switched Access Detail Usage Data shall mean a category 1 101xX record as defined in the EMR 
Bellcore Practice BROIO-200-010. 

Switched Access Summarv Usage Data shall mean a category 1150xX record as defined in the 
EMR Bellcore Practice BROIO-200-010. 

Telecommunications - As Defined in the Act. 

Telecommunications Act - The Telecommunications Act of 1996 and any rules and regulations 
promulgated thereunder. 

Telecommunications Carrier - As Defined in the Act. 

Telecommunications Service - As Defined in the Act, 

Tvoe 1 Facili& - means a trunk as described in Bellcore Technical Reference GR-CORE-000145 
which connects an end office on Ameritech’s network to a PO1 on Carrier’s network. In the 
Land to Mobile direction, a Type 1 Facility is used to carry traffic which is switched and routed 
to the office where the NXX of the called number resides and is switched again to be routed to 
Carrier’s network. 

Tvne 2A Facilitv - The Type 2A Facility is at the point of termination of a trunk between an 
MSC and an Access Tandem. Through this Connection, Carrier can establish connections to End 



Office Switches and to other carriers interconnected through the tandem. If desired, the Type 2A 
Facility may be used on an intraLATA basis only. 

Tvne 2B Facility - The Type 2B Facility is at the point of termination of a trunk between an 
MSC and an End Office Switch. Through this Connection, Carrier establishes connections to 
Directory Numbers served by the End Office Switch to which it is interconnected. A Type 2B 
Facility may be used in conjunction with the Type 2A Facility on a high-usage alternate routing 
basis to serve high-volume traffic between the MSC and the End Office Switch. 
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Schedule 3.2 

Tvpe 2 Facilities 

Type 2 Facilities provide a two-point electrical communications path between the premises 
of Ameritech and the premises of the Carrier. It is provided as a trunk side connection through 
the use of End Office or Tandem switch trunk equipment. Type 2 Facilities may be arranged for 
either two-way calling, which permits the delivery of calls originated by both Ameritech and 
Carrier, but not simultaneously, or one-way calling in either the Land-to-Mobile or 
Mobile-to-Land direction. Type 2A and Type 2B Facilities will be used only for the handling 
of interchanged traffic originating or terminating on Carrier’s System in connection with services 
Carrier is authorized to provide and will not be used, switched or otherwise connected together 
by Carrier for the provision of through calling from a land line telephone to another land line 
telephone, except for the provision of custom calling features provided as an optional cellular line 
feature. 

Carrier shall obtain a full End Office Prefix (NXX) consistent with established industry 
guidelines, for use with the Type 2A and Type 2B Facilities that interconnect with Ameritech’s 
network. For calls in the Land-to-Mobile direction (from Ameritech to Carrier), Carrier must 
utilize the NXX. The administration of the NXX, once assigned, including updates to the LERG, 
will be the responsibility of Carrier. 

True 24 Fadi@. Type 2A Facilities provide interconnection between Carrier’s premises, 
through an Ameritech Tandem, to an End Office switch of Ameritech, using a combination of 
dedicated facilities subscribed to by Carrier and the shared facilities of Ameritech’s switched 
network. Through this Connection, Carrier can establish connections to End Office Switches that 
subtend a Tandem. Technical specifications for Type 2A Facilities are set forth in Bell 
Communications Research Technical Advisory GR-CORE-000145. 

Twe 2B Fucilitv. Type 2B Facilities provide direct interconnections between Carrier’s 
premises and an Ameritech End Office, using only dedicated trunk facilities subscribed to by 
Carrier. Type 2B is available only at Ameriteeh End Offices that are equipped to provide Feature 
Group D Switched Access service. With Type 2B Facilities, Carrier is able to establish 
connections through Ameritech’s facilities from and to only those valid central office prefixes 
(NXXs) served by the End Office at which the Type 2B Facility is provided. A Type 2B Facility 
may be used in conjunction with a Type 2A Facility on a high-usage alternate routing basis to 
serve high-volume traffic between the MSC and the End Office Switch. Technical specifications 
for Type 2B Facilities are set forth in Bell Communications Research Technical Advisory 
GR-CORE-000145. 



I. Description and Application of Rates and Charges 

There are three types of charges that apply to a Commercial Mobile Radio Service. These 
are monthly recurring rates, usage rates and nonrecurring charges. 

(A) Monthlv Rates 

Monthly rates are flat recurring rates that apply each month or fraction thereof that 
a specific rate element is provided For billing purposes, each month is considered 
to have 30 days. Monthly rates apply to the Cellular Dedicated Trunk (CDT) rate 
element for both Type 2A service and Type 2B service. 

03 Usage Rates 

Usage rates are applied on a per minute basis. Per minute charges are 
accumulated over a monthly period. 

0 Nonrecurring Charaes 

Nonrecurring charges are one-time charges that apply for a specific work activity 
(i.e., installation or change to an existing service). 

Nonrecurring charges apply to each service installed. The nonrecurring charges 
for the installation or service are set forth in the attachment following as a 
nonrecurring charge for the Cellular Dedicated Trunk (CDT) rate element. 

II. Measuring Minutes of Use 

CMRS traftic will be measured by Ameritech at End Office switches or Access Tandem 
switches. Mobile-to-Land calls will be measured by Ameritech to determine the basis for 
computing chargeable minutes of use. 

For Mobile-to-Land calls over Type 2A and Type 2B service, the measurement of minutes 
of use begins when the terminating Ameritech entry switch receives answer supervision 
from the terminating end user’s End Office, indicating the terminating end user has 
answered. The measurement of Mobile-to-Land call usage ends when the terminating 
entry switch receives disconnect supervision from either the terminating end user’s end 
office, indicating the terminating end user has disconnected, or the Carrier’s point of 
termination, whichever is recognized first by the entry switch. 

Usage rated Type 2A and Type 2B minutes or fractions thereof, the exact value of the 
fraction being a function of the switch technology where the measurement is made, are 
accumulated over the billing period for each End Office, and are then rounded up to the 
nearest minute for each End Office. 



Minutes of use measured for traffic between a CMRS provider and an Interexchange 
Carrier (IXC) using Type 2A service via an Ameritech Access Tandem are not charged 
to the CMRS provider if they are paid for by the IXC. 

III. Mileage Measurement 

The mileage to be used to determine the monthly rate for the Carrier Dedicated Trunk rate 
element of Type 2A and Type 2B services is calculated on the airline distance between 
the two locations involved; k,, between the customer premises and Ameritech Access 
Tandem for Type 2A service, and between the customer premises and Ameritech End 
Office for Type 2B service. The mileage to be used to determine the usage rate for the 
Carrier Common Trunk rate element of Type 2A service is calculated on the airline 
distance between Ameritech Access Tandem and the Ameritech End Office where the call 
carried over the CCT originates or terminates. 

IV. w 

The rates and charges for Type 2 facilities are set forth in Ameritech Tariff ICC No. 16, 
Part 15. Usage rates in Schedule 8.4 may also apply. 

Twe 1 Facilities 

I. Description and Application of Rates and Charges 

There are three (3) types of charges that apply to Type 1 facilities. These are monthly 
recurring rates and nonrecurring charges. 

(A) Monthly Rates 

Monthly rates are flat recurring rates that apply each month or fraction thereof that 
a specific rates element is provided. For billing purposes, each month is considered to have 30 
days. Monthly rates apply to the Exchange Access Trunk Access line, Exchange Access Trunk 
Usage Package and Exchange Access Trunk Equipment for Type 1 service. 

(B) Nonrecurring Charges 

Nonrecurring charges are one-time charges that apply for a specific work activity 
(i.e., installation or change to an existing service). 

Nomecurring charges apply to each service installed. The nonrecurring charge for 
the installation or service are set forth in the attachment following as a nonrecurring charge for 
the Exchange Access Trunk Access line and the Exchange Access Trunk Equipment. 



(C ) Usage Rates 

Usage is billed at Business Exchange Access Rates. 

II. Rates and Charges 

Rates and charges for Type 1 facilities are as set forth in Ameritech’s tariff, ICC No.16, 
Part 17.2. 



Schedule 4.5 

Ameritech Orkinatine: Traffic Report 

State/Month/Year 

NPA NXX MIN 

312 Nxx 132,098 

312 NXX 122,954 

312 NXX 544 

630 Nxx 12,540 

708 Nxx 145,099 

847 NXX 256,237 

847 NXX 239,011 

Total Minutes of Use 

Total Reciprocal Comp. 
Amount 

X,XX&XXX 



Type 2 Report Charges 

A. Am&tech Originating Traffic Report Charges 
per report ACNA, per State, per month 

Additional copies 

B. Transit Traffic Report, Mobile to Land - 
Charges per report per ACNA, 
per State, per month $100.00 

Additional copies no charge 

$495.00 

$200.00 
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Schedule 6.1.4 

Digital Trunk Channel Activation Rates 

Ameritech’s Digital Trunk Channel Activation rates are set forth in Atneritech tariff ICC No. 
16, Part 15.6. 



Schedule 8.1 

Reciprocal Compensation Rates 

Illinois 

Firmre 1: (Ameritech to Carrier Calls) 
For calls originated on Ameritech’s network and 
terminated on Carrier’s network based on 
percentage of Carrier’s tandem switching: 

Figure 2: (Carrier to Ameritech Calls) 
For calls originated on Carrier’s network and 
terminated to Ameritech’s end office via: 

Type 2A Service, local call 
Type 2B Service, local call 

Per Minute Use 

$0.005318 

$0.005318 
$0.003746 



Schedule 8.4 

Rates for Traffic Not Subiect to Reciurocal Compensation 

Ameritech’s rates are set forth in Ameritech tariff ICC No. 16, Part 15. 



Schedule 9.1 

Transit Traffic Charges 

Calls originating on Carrier’s network 
terminating to another carrier’s network 
and transiting Ameritech’s Type 2A service 

Per Minute of Use 

$0.005318 


