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ComEd's Proposed Alternative: approximately 4.8-
mile overhead route that extends north from Veterans 
Substation along I-355 to existing ComEd transmission 
line

The proposed line is 4.8 miles long. It will 
connect to an existing ComEd 138 kV circuit 
just north of 135th street; then, the line will 
follow the western right-of-way line of 
Interstate 355 (“I-355”) property for 
approximately 4.28 miles. The proposed line 
will then cross from the western to the eastern 
side of the I-355 property just south of Gougar 
Road, and the line will follow the eastern right-
of-way line of the I-355 property for 
approximately 0.34 miles. The line will turn off 
of the I-355 property onto ComEd property for 
approximately 0.18 miles, and then terminate at 
the proposed Veterans Substation.

All poles are located on 
ComEd property or tollway 
property; minimal 
easements would be 
required on this route; the 
route has the least amount 
of enviromental impact--no 
creeks, floodplains, 
wetlands or endanaged 
species would be affected 
by this route; this route is 
least cost route; the 
overhead T-line hugs the 
tollway; and the route is 
distanced from residential 
developments. 

Some easements for 
overhang and blowout 
will be required. 

$6.5 million $1.2 million $9.2 million $16.9 million

Second Alternative: approximately 4.8-mile 
underground route that extends north from Veterans 
Substation to existing ComEd transmission line

The proposed line is 4.8 miles XLPE requiring 
no facilities for HPFF lines. It  will connect to 
an existing ComEd 138 kV line just north of 
135th Street; the line will then follow the 
western right-of-way line of Interstate 355 (“I-
355”) property for approximately 4.28 miles. 
The proposed line will cross from the western to 
the eastern side of the I-355 property just south 
of Gougar Road  and then follow the eastern 
right-of-way line of the I-355 property for 
approximately 0.34 miles. The line will turn off 
of the I-355 property onto ComEd property for 
approximately 0.18 miles, and will terminate at 
the proposed Veterans Substation.

Is is the most reliable 
alternative with regard to 
potential outages resulting 
from severe weather. 

It would have 
significant enviromental 
impacts, as flood plains, 
wetlands, and two 
creeks would be 
affected; underground 
borings would be 
required under tollway 
and all major road 
crossings; the line 
would require 
regulatory approvals; 
extensive civil work and 
excavation would be 
required; and additional 
construction easements 
would required.  

$25.9 million $ 1.2 million $ 9.2 million $36.3 million


