
APPENDIX A TO ARTICLES II 8 111 
GLOSSARY 

911 Service 

A universal telephone number which gives the public direct access to the Public Safety Answering Point 
(“PSAP”). Basic 91 1 service collects 91 1 calls from one or more local exchange switches that serve a 
geographic area. The calls are then sent to the correct authority designated to receive such calls. 

Access Service Request (“ASR”] 

An industry standard form, which contains data elements and usage rules used by the Parties to add, 
establish, change or disconnect services or trunks for the purposes of Interconnection. 

&t 

The Communications Act of 1934 (47 U.S.C. $151 et. seq.), as from time to time amended (including, 
without limitation by the Telecommunications Act of 1996, Public Law 104-104 of the 104th United States 
Congress effective February 8 ,  1996), and as further interpreted in the duly authorized rules and 
regulations of the FCC or the Commission. 

Affiliate 

A person, corporation or other legal entity that, directly or indirectly, owns or controls a Party, or is owned 
or controlled by, or is under common ownership or control with a Party. For purposes of this paragraph, 
the term “own” means an equity interest (or the equivalent thereof) of more than ten percent. 

Answer SuDervision 

An off-hook supervisory signal. 

ADDlicable Law 

All laws, statutes, common law, regulations, ordinances, codes, rules, guidelines, orders, permits, and 
approvals of any Governmental Authority, which apply or relate to the subject matter of this Agreement, 
and are applicable to each Party‘s performance of its obligations hereunder, 

As-Is Transfer (“AIT”) 

The transfer of all Telecommunications Services and features available for resale, that are currently being 
provided for a specific account, without the requirements of a specific enumeration of the services and 
features on the Local Service Request (“LSR”). 

Automatic Location IdentificationIData Manaqernent Svstem 

The emergency services (“E91 1/91 1”) database containing Customer location information (including 
name, address, telephone number and, sometimes, special information from the local service Provider) 
used to process subscriber access records into Automatic Location Identification (“ALI”) records. From 
this database, records are forwarded to GALLATIN’S ALI Gateway for downloading by local ALI database 
systems to be available for retrieval in response to Automatic Number Identification (“ANI”) from a 911 
call. Also, from this database, GALLATIN will upload to its selective routers the selective router ALI 
(“SWALI”) which is used to determine to which Public Safety Answering Point (“PSAP) to route the call. 
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Automated Messaqe Accountinq V‘AMA”) 

The structure inherent in switch technology that initially records telecommunication message information. 
AMA format is contained in the Automated Message Accounting document, published by Telcordia 
Technologies as GR-1 100-CORE which defines the industry standard for message recording. 

Automatic Number Identification (“ANI’’) 

The signaling parameter which refers to the number transmitted through the network identifying the billing 
number of the calling Party. 

Basic Local Exchanqe Service 

The provision of all of the services enumerated in C.F.R. § 54.101 

Bill-and-Keep Arranaement 

A compensation arrangement whereby the Parties do not render bills to each other for the termination of 
Local Traffic specified in this Agreement and whereby the Parties terminate local exchange traffic 
originating from End Users served by the networks of the other Party without explicit charging among or 
between said carriers for such traffic exchange. 

Bona Fide Request C‘BFR) 

A process for NTS to request certain services, features, capabilities or functionality, associated with 
unbundled network elements that are not currently offered in the Agreement. 

Business Day 

Monday through Friday, except for holidays on which the U.S. mail is not delivered or GALLATIN 
recognized holidays. 

Carrier Identification Code (“ClC”) 

Four digit numbers used by end user customers to reach the services of interexchange carriers through 
equal access arrangements. 

Central Office Switch 

A switch used to provide telecommunications services including but not limited to (i) End Office Switches 
which are Class 5 switches from which end user Exchange Services are directly connected and offered, 
and (ii) Tandem Office Switches which are Class 4 switches which are used to connect and switch trunk 
circuits between and among central office switches. Central office switches may be employed as 
combination end officeltandem office switches (combination Class 5lClass 4). 

Centralized Messaqe Distribution System (‘CMOS”) 

The billing record and clearing house transport system that the Regional Bell Operating Companies 
(“RBOCs”) and other incumbent LECs use to efficiently exchange out collects and in collects as well as 
Carrier Access Billing System (“CABS) records. 

CLLl Codes 

Common Language Location Identifier Codes 
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Commission 

Illinois Commerce Commission 

Common Channel Signaling (“CCS”) 

A high-speed specialized packet-switched communications network that is separate (out-of-band) from 
the public packet-switched and message networks. CCS carries addressed signaling messages for 
individual trunk circuits andlor database-related services between Signaling Points in the CCS network 
using SS7 signaling protocol. 

Competitive Local Exchanqe Carrier (“CLEC”) 

Any company or person authorized to provide local exchange services in competition with an ILEC 

Conversation Time 

The time that both Parties’ equipment is used for a completed call measured from the receipt of Answer 
Supervision to the receipt of Disconnect Supervision. 

Currently Available 

Existing as part of GALLATIN’S network at the time of the requested order or service and does not include 
any service, feature, function or capability that GALLATIN either does not provide to itself or to its own 
End Users, or does not have the capability to provide. 

Customer 

A third-party residence or business that subscribes to Telecommunications Services provided by either of 
the Parties, or by another Telecommunications Service provider, and does not resell the 
Telecommunications Services to others, 

Customer Proprietary Network Information (“CPNI”) 

Information that is available to a telephone company by virtue of the telephone company’s basic service 
customer relationship. This information may include the quantity, location, type and amount of use of 
local telephone service subscribed to, and information contained on telephone company bills. 

Customer Service Record Search 

Applied to LSR when CLEC requests a Customer service record search prior to account conversion from 
GALLATIN or from another CLEC. Search typically is for basic account information, listingldirectory 
information. service and equipment listing, and billing information. Applied on a per requested loop 
andlor port basis. 

Dedicated Transport 

An Unbundled Network Element (“UNE) that is purchased for the purpose of transporting 
Telecommunication Services between designated Serving Wire Centers (“SWC). Dedicated Transport 
may extend between two GALLATIN SWCs (Interoffice Dedicated Transport or “IDT) or may extend from 
the GALLATIN SWC to the CLEC premise (CLEC Dedicated Transport or “CDT). CDT remains within the 
exchange boundaries of the SWC, while IDT traverses exchange boundaries. 
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Disconnect Supervision 

The change in electrical state from off-hook to on-hook. This indicates that the transmission connection is 
no longer needed. 

DS1 or Digital Signal Level 1 

A service transmitted at digital signal rate of 1.544 Mbps in the first level signal of the time-division 
multiplex hierarchy. 

DS3 or Diaital Siqnal Level 3 

A service transmitted at digital signal rate of 44.736 Mbps, in the third-level signal of the time-division 
multiplex hierarchy. 

Electronic File Transfer 

A system or process that utilizes an electronic format and protocol to sendlreceive data files. 

End Office Switches 

Switches that are Class 5 switches from which end user Exchange Services are directly connected and 
offered. 

Enhanced Service Provider (“ESP”) )/Internet Service Provider (“ISP”) Traffic 

Traffic bound to any Enhanced Service Provider or Internet Service Provider. ESPllSP Traffic is separate 
and distinct from Local Traffic. 

E911 Service 

A method of routing 911 calls to a PSAP that uses a Customer location database to determine the 
location to which a call should be routed. E91 1 service includes the forwarding of the caller’s Automatic 
Number Identification (“ANI”) to the PSAP where the ANI is used to retrieve and display the Automatic 
Location Identification (“ALI“) on a terminal screen at the answering Attendant‘s position. It usually 
includes selective routing. 

Exchange Access 

The offering of access to telephone exchange services or facilities for the purpose of the origination or 
termination of interexchange services. 

ExchangeArea 

Exchange Area means an area, defined by the Illinois Commerce Commission, for which a distinct local 
rate schedule is in effect. 

Exchange Message Interface (“EMI”) 

Standard used for the interexchange of telecommunications message information between exchange 
carriers and interexchange carriers for billable, nonbillable. sample, settlement and study data. Data is 
provided between companies via a unique record layout that contains Customer billing information, 
account summary and tracking analysis. EM1 format is contained in document SR-320 published by the 
Alliance for Telecommunications Industry Solutions. 
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Facility 

All buildings, equipment, structures and other items located on a single site or contiguous or adjacent 
sites owned or operated by the same persons or person as used in Article 111, Section 2.2. 

Feature Group A (FGA) 

FGA means calls either originated by, or delivered to, an End User who has purchased switched access 
FGA service from the interstate or intrastate tariffs of either Party. FGA also includes, but is not limited to, 
FGA-like services provided by either Party, where calls are originated from andlor delivered to numbers 
which are assigned to a Rate Center but where the Party receiving the call is physically located in a Rate 
Center different than the Rate Center of the Party originating the call. 

Federal Communications Commission (“FCC”) 

The FCC, or any successory agency of the United States government; provided such succession has 
assumed such duties and responsibilities of the former FCC. 

Foreian Exchanqe (FX) 

A service whereby calls either originated by or delivered to a customer who has purchased FX service 
from the state or interstate tariffs of either Party. FX also includes, but is not limited to, FX-like services 
provided by either Party where calls are originated from andlor delivered to numbers which are assigned 
to a Rate Center within one local calling area but where the Party receiving the call is physically located 
outside of that local calling area. FX service can be either interLATA or intraLATA. InterLATA FX. where 
the originating and receiving parties are physically located in different LATAs, is considered equivalent to 
FGA and the intercarrier compensation mechanism is the same as FGA. IntraLATA FX, when provided 
by two or more local exchange carriers “LECs”, is considered a jointly provided service and meet-point 
billed by those providing it utilizing a mutually agreed to meet-point billing, or meet-point billing like 
procedure. 

Imminent Danqer 

As described in the Occupational Safety and Health Act and expanded for environmental matters, any 
conditions or practices at a facility which are such that a danger exists which could reasonably be 
expected to cause death or serious harm or significant damage to the environment or natural resources. 

Incumbent Local Exchanae Carrier (“ILEC”) 

Any local exchange carrier that was as of February 8, 1996, deemed to be a member of the Exchange 
Carrier Association as set forth in 47 C.F.R. 69.601 (b) of the FCC‘s regulations or became a successor or 
assign of a member. 

Interconnection Facility 

See “Internetwork Facilities”. 

Interconnection Point (“IP’) 

The physical point(s) on the network where the two parties interconnect. The IP is the demarcation point 
between ownership of the transmission facility. 
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lnterexchanae Carrier PIXC”) 

A telecommunications service Provider authorized by the FCC to provide interstate long distance 
communications services between LATAs and is authorized by the State to provide InterLATA and/or 
IntraLATA long distance communications services within the State. 

Interim Number Portabilitv (“INP”) 

The delivery of Local Number Portability (“LNP) capabilities, from a Customer standpoint in terms of call 
completion, with as little impairment of functioning, quality, reliability, and convenience as possible and 
from a carrier standpoint in terms of compensation, through the use of existing and available call routing, 
forwarding, and addressing capabilities, other than LRN Number Portability 

In terLATA 

Telecommunications services between a point located in a local access and transport area and a point 
located outside such areas. 

Internetwork Facilities 

The physical connection of separate pieces of equipment, transmission facilities, etc., within, between 
and among networks, for the transmission and routing of Exchange Service and Exchange Access. 

IntraLATA 

Telecommunications services that originate and terminate at a point within the same local access and 
transport area. 

ISDN User Part (“ISUP”1 

A part of the SS7 protocol that defines call setup messages and call takedown messages. 

Line Connection Charge 

A charge applied to LSRs when fieldwork is required for establishment of unbundled loop service. 
Applied on a per LSR basis. 

Line Information Data Base PLIDB”) 

One or all, as the context may require, of the Line Information databases which provide, among other 
things, calling card validation functionality for telephone line number cards issued by GALLATIN and 
other entities. A LID6 also contains validation data for collect and third number-billed calls; Le., Billed 
Number Screening. 

Line Side 

Refers to an end office switch connection that has been programmed to treat the circuit as a local line 
connected to an ordinary telephone station set. Line side connections offer only those transmission and 
signaling features appropriate for a connection between an end office and an ordinary telephone set. 

Local Access and Transport Area (“LATA”) 

A contiguous geographic area for the provision and administration of communications service; Le., 
intraLATA or interLATA. Established before the date of enactment of the Telecommunications Act of 
1996 by a Bell operating company such that no exchange area includes points within more than one 
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metropolitan statistical area, consolidated metropolitan statistical area, or State, except as expressly 
permitted under the AT&T Consent Decree dated August 24, 1982; or established or modified by a Bell 
operating company after such date of enactment and approved by the FCC. 

Local Exchanae Carrier [‘‘LEC) 

Is as Defined in the Act 

Local Exchanqe Routinq Guide (“LERG”) 

The Telcordia Technologies reference customarily used to identify NPNNXX routing and homing 
information 

Local Number Portabilitv (“LNP”) 

The ability of users of Telecommunications Services to retain, at the same location, existing 
telecommunications numbers without impairment of quality, reliability, or convenience when switching 
from one telecommunications carrier to another through the use of LRN. 

Local Service Reauest (“LSR”) 

The industry standard form, which contains data elements and usage rules, used by the Parties to 
establish, add, change or disconnect resold services and Unbundled Network Elements for the purposes 
of competitive local services. 

Local Traffic 

Local traffic means traffic (excluding Commercial Mobile Radio Services traffic, e.g., paging, cellular, 
PCS) that is originated and terminated between an end user of Gallatin and an end user of NTS within 
one of Gallatin’s local calling areas, or one of Gallatin’s mandatory extended area service (EAS) area, as 
defined by the Illinois Commerce Commission or, if not defined by the Commission, then as defined in 
existing Gallatin tariffs (jointly, “Local Calling Area”). Local Traffic does not include optional local calling 
scopes, i.e. optional rate packages that permit the End User to choose a local calling scope beyond their 
basic exchange serving area for an additional fee, referred to hereafter as “optional EAS. Local Traffic 
excludes Enhanced Service Provider (“ESP) and Internet Service Provider (“ISP) traffic Local Traffic 
excludes Internet traffic, 900/976, etc., and Internet Protocol C‘IP”) based voice or fax telephony. The 
Parties agree that the physical points of call origination and termination shall be used to determine Local 
Traffic. 

Main Distribution Frame (“MDF”) 

The primary point at which outside plant facilities terminate within a Wire Center, for interconnection to 
other telecommunications facilities within the Wire Center. The distribution frame used to interconnect 
cable pairs and line trunk equipment terminating on a switching system. 

Meet-Point Billinq (“MPB”) 

Refers to an arrangement whereby two LECs jointly provide the transport element of a switched access 
service to one of the LEC’s end office switches, with each LEC receiving an appropriate share of the 
transport element revenues as defined by the effective access tariffs. 

Mid-Span Fiber Meet 

An Interconnection architecture whereby two carriers’ fiber transmission facilities meet at a mutually 
agreed upon IP. 
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MultiDle Exchanqe Carrier Access Billinq VMECAB) 

Refers to the document prepared by the Billing Committee of the Ordering and Billing Forum ("OBF"), 
which functions under the auspices of the Carrier Liaison Committee ("CLC") of the Alliance for 
Telecommunications Industry Solutions ("ATIS"). The MECAB document, published by Telcordia 
Technologies as Special Report SR-BDS-000983, contains the recommended guidelines for the billing of 
an access service provided by two or more LECs, or by one LEC in two or more states within a single 
LATA. 

Multiple Exchange Carriers Orderinq and Desiqn Guidelines for Access Services - Industry 
S U D D O ~ ~  Interface VMECOD") 

A document developed by the OrderinglProvisioning Committee under the auspices of the Ordering and 
Billing Forum ("OBF"). which functions under the auspices of the Carrier Liaison Committee ("CLC) of the 
Alliance for Telecommunications Industry Solutions ("ATIS"). The MECOD document, published by 
Telcordia Technologies as Special Report SR-STS-002643, establishes methods for processing orders 
for access service that is to be provided by two or more LECs. 

Network Interface Device ('"ID') 

The GALLATIN provided interface terminating GALLATIN's telecommunication network on the property 
where the customer's End User service is located at a point determined by GALLATIN. The NID contains 
an FCC Pari 68 registered jack from which inside wire may be connected to GALLATIN's network. The 
point of demarcation is between the End User's inside wiring and GALLATIN's facilities. 

North American Numberinq Plan ("NANP) 

The system of telephone numbering employed in the United States, Canada, Bermuda, Puerto Rico and 
certain Caribbean islands that employ NPA 809. The format is a IO-digit number that consist of a 3-digit 
NPA Code (commonly referred to as area code), followed by a 3-digit NXX code and 4-digit line number. 

Numbering Plan Area VNPA") 

Also sometimes referred to as an area code, is the three-digit indicator which is defined by the "A", " B ,  
and "C" digits of each lodigit telephone number within the NANP. Each NPA contains 800 possible NXX 
Codes. There are two general categories of NPA. "Geographic NPAs" and "Non-Geographic NPAs". A 
Geographic NPA is associated with a defined geographic area, and all telephone numbers bearing such 
NPA are associated with services provided within that geographic area. A Non-Geographic NPA, also 
known as a "Service Access Code" or "SAC Code" is typically associated with a specialized 
telecommunications service that may be provided across multiple geographic NPA areas. 500, 700, 800, 
888 and 900 are examples of Non-Geographic NPAs. 

NXX. NXX Code, Central Office Code or CO Code 

The three-digit switch entity indicator which is defined by the "D", "E", and "F" digits of a IO-digit 
telephone number within the NANP. Each NXX Code contains 10,000 station numbers. It is the first 
three digits of a seven-digit telephone number. 

Owner or ODerator 

As used in OSHA regulations, owner is the legal entity, including a lessee, which exercises control over 
management and record keeping functions relating to a building or facility. As used in the Resource 
Conservation and Recovery Act ("RCRA"). operator means the person responsible for the overall (or part 
of the) operations of a facility (see reference in Article 111, Section 2.2). 
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PartvlParties 

GALLATIN and/or NTS. 

Provider 

GALLATIN or NTS depending on the conte) 

Public Safetv Answerinq Point (“PSAP”) 

and r ich Party is providing the service to the other Party 

An answering location for 9-1-1 calls originating in a given area. A PSAP may be designated as Primary 
or Secondary, which refers to the order in which calls are directed for answering. Primary PSAPs 
respond first; Secondary PSAPs receive calls on a transfer basis only, and generally serve as a 
centralized answering location for a particular type of emergency call. PSAPs are staffed by employees 
of Emergency Response Agencies (“ERAS”) such as police, fire or emergency medical agencies or by 
employees of a common bureau serving a group of such entities. 

Public Switched Telecommunications Network V‘PSTN”) 

The worldwide voice telephone network accessible to all those with telephones and access privileges. In 
the US., formerly known as the “Bell System network“ or the ”AT&T long distance network“. 

Rate Center 

The specific geographic point and corresponding exclusive geographic area that are associated with one 
or more particular NPA-NXX Codes that have been assigned to a LEC for its provision of Exchange 
Services. The geographic point is identified by a specific Vertical and Horizontal (“V&H) coordinate that 
is used to calculate distance-sensitive End User traffic to/from the particular NPA-NXXs associated with 
the specific Rate Center as filed in the appropriate data bases per generally recognized industry 
standards. 

Riqht-of-wav (“ROW) 

The right to use the land or other property of another Party to place poles, conduits, cables, other 
structures and equipment, or to provide passage to access such structures and equipment. A ROW may 
run under, on, or above public or private property (including air space above public or private property) 
and may include the right to use discrete space in buildings, building complexes; or other locations. 

Service Control Point (‘‘SCP”) 

The node in the Common Channel Signaling network to which informational requests for service handling, 
such as routing, are directed and processed. The SCP is a real time database system that, based on a 
query from the SSP and via a Signaling Transfer Point, performs subscriber or application-specific service 
logic, and then sends instructions back to the SSP on how to continue call processing. 

Service Orderinq Charqe 

A charge applied to each LSR of Unbundled Loops and/or Ports with the exception of Subsequent 
Service Order changes to existing CLEC accounts. 

Service Switchinq Point (“SSP”) 

A Signaling Point that can launch queries to databases and receivelinterpret responses used to provide 
specific Customer services. 
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Servina Wire Center (‘‘SWC’’) 

Serving Wire Center means the Gallatin Wire Center which would normally serve the Customer location 
with Gallatin basic exchange service. 

Shared TransDort 

The physical interoffice facility not dedicated to any one Customer, which is used to transport a call 
between switching offices. A central office switch translates the End User dialed digits and routes the call 
over a Common Transport Trunk Group that rides interoffice transmission facilities. These trunk groups 
and the associated interoffice transmission facilities are accessible by any End User (GALLATIN End 
User or NTS End User when NTS has purchased unbundled local switching), and are referred to as 
“shared transport facilities”. 

Siqnalinq Point (“SP”) 

A node in the CCS network that originates andlor receives signaling messages, or transfers signaling 
messages from one signaling link to another, or both. 

Siqnalinq System 7 (“SS7”) 

The signaling protocol, Version 7, of the CCS network, based upon American National Standards Institute 
(“ANSI”) standards. 

Sianal Transfer Point (“STP) 

A packet switch in the CCS network that is used to route signaling messages among SSPs, SCPs and 
other STPs in order to set up calls and to query databases for advanced services. GALLATIN’S network 
includes leased ports on third party owned local and regional STPs. STPs are provided in pairs for 
redundancy. GALLATIN third party STPs conform to ANSI T I  .I 11-8 standards. It provides SS7 Network 
Access and performs SS7 message routing and screening. 

Subsidiary 

A corporation or other legal entity that is majority owned by a Party 

Secondarv Service Orderinq Charae 

Applied to LSRs requesting a service change to an existing unbundled account (no CLEC transfer). For 
disconnect-only LSRs. no NRC will be applied. 

Synchronous Optical Network (“SONET”) 

Synchronous electrical (“STS) or optical channel (“OC) connections between LECs 

Switched Exchanqe Access Service 

The offering of facilities for the purpose of the origination or termination of traffic to or from Exchange 
Service Customers in a given area pursuant to a switched access tariff. Switched Access Services 
includes, but is not limited to: Feature Group A, Feature Group 6 ,  Feature Group C, Feature Group D, 
500,700,800,888 and 900 access services. 
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Tandem Office Switches 

Switches that are Class 4 switches which are used to connect and switch trunk circuits between and 
among central office switches. 

Telecommunications Services 

The offering of telecommunications for a fee directly to the public, or to such classes of users as to be 
effectively available directly to the public, regardless of the facilities used. 

Third Party Contamination 

Environmental pollution that is not generated by the LEC or NTS but results from off-site activities 
impacting a facility. 

Transfer of Service 

A charge applied to LSRs that involve account changes (e.g.. CLEC to CLEC transfers, DA 8 CPE billing 
changes on Unbundled Ports). 

Trunk Side 

Refers to a Central Office Switch connection that is capable of, and has been programmed to treat the 
circuit as, connecting to another switching entity, for example, to another Central Office Switch. Trunk 
side connections offer those transmission and signaling features appropriate for the connection of 
switching entities and cannot be used for the direct connection of ordinary telephone station sets. 

Unbundled Network Element (“UNE”) 

Generally a facility or equipment used in the provision of a Telecommunications Service. Specific 
references to UNEs contained throughout this Agreement shall be to the network elements that are to be 
unbundled pursuant to the UNE Attachment. 

Undefined Terms 

Terms that may appear in this Agreement which are not defined. Parties acknowledge and agree that 
any such terms shall be construed in accordance with customary usage in the telecommunications 
industry as of the effective date of this Agreement. 

Wire Center 

A building or space within a building that serves as an aggregation point on a LEC‘s network, where 
transmission facilities and circuits are connected or switched. Wire Center can also denote a building in 
which one or more Central Offices, used for the provision of Exchange Services and Exchange Access 
Services, are located. 
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