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Illinois Commerce Commission, 

On Its Own Motion 
-vs-

Union Pacific Railroad Company 

Citation with respect to Union Pacific Railroad Company's fail 
maintain various highway-rail grade crossing surfaces in acc 
with the requirements of 92 III. Adm. Code Part 1535.203. 

TO ALL COUNSEL OF RECORD: 

T07-0062 

re to 
rdance 

NOTICE OF COMMISSION ACTIO 
AND 

NOTICE OF HEARING 

Enclosed is a copy of an Order entered by the Illinois ommerce Commission in 
session on August 15, 2007. 

Notice is hereby given that the hearing on the above el titled matter is scheduled 
for September 19, 2007 in Springfield, Illinois, at the offices f the Commission, Leland 
Building, 527 East Capital Avenue, at the hour of 10:00 a.m. 

Proposed Exhibits must be Served on Staff and all Parties at least one week 
prior to the Hearing. 

...IHO'B:rsc 
Citation Order 

527 ~ast Capitol'J!lvenue, fY" :froor, SprinefieU£, lLT~is 62701 

'Tefepfi.one [217] 782-4653 
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STATE OF ILLINOIS 

ILLINOIS COMMERCE COMMISSIO~ 

Illinois Commerce Commission 
On Its Own Motion 

- vs-
Union Paciflc Railroad Company 

Citation with respect to Union Pacific Railroad 
Company's failure to maintain various highway-rail 
grade crossing surfaces in accordance with the 
requirements of 92 III. Adm. Code Part 1535.203 

CITATION 

By the Commission: 

WHEREAS, it has come to the attention of the Illinois Commerce 
Commission ("Commission") via complaints from the public, oeal governmental 
officials, and state representatives that existing conditions at various public 
highway-rail crossings of Union Pacific Railroad Company's CUP") track, owned 
and operated by the Union Pacific Railroad Company do not meet the minimum 
requirements of 92 III. Adm. Code Part 1535; and ' 

WHEREAS, Commission Staff ("Staff') sent letters to: UP regarding the 
highway-rail grade crossings listed in Exhibit A, where su~ace repairs were 
required so that existing conditions meet the minimum requirem nts of 92 III. Adm. 
Code Part 1535.203. These letters are also attached as Group,Exhibit B. 

WHEREAS, Staff has also met with, and sent electronic mail messages 
and placed telephone calls to, UP representatives requesti!ng information on 
when repairs to the subject crossings would be completed; anti 

WHEREAS, UP submitted various responses to s~aff's requests for 
information regarding the crossing matters and complete repairs to some 
crossings, other crossings have not been repaired per the p ovided schedules, 
scheduled for repair, or have been completed with insufficient tepairs: and 

WHEREAS, it appears that formal proceedings should be instituted by 
Citation for the purpose of obtaining from UP a schedule fdr the repair of the 
crossing surfaces listed in Exhibit A, as well as a plan to respond to Staff's future 
requests for information in a more expedient manner. 



T07-00 
Citation 

WHEREAS, proper notice should be given to the UP with respect to said 
proceedings; and 

WHEREAS, a hearing or hearings should be held for the purpose of taking 
testimony from all the parties involved regarding the issues so ~aised. 

IT IS THEREFORE ORDERED that Union Pacific Railroa Company is cited 
and hereby required to appear at a hearing to be held at th COMMISSION's 
offices, Leland Building, 527 East Capitol Avenue, Springfiel , Illinois, to show 
cause, if any there be, why an Order should not be issued requi ng the UP to make 
the appropriate repairs to the crossing surfaces identified in xhibit A, attached 
hereto and made a part hereof; and requiring such other or rther relief as the 
COMMISSION may, under the circumstances, deem necessaryI to comply with the 
Law. 

IT IS FURTHER ORDERED that Union Pacific Railroad ¢ompany be, and it 
is hereby, required and directed to submit prior to said h~aring, a schedule 
specifying how and when UP will make repairs to the subject! crossing surfaces, 
and also develop a plan to respond to future Commission !Staff requests for 
information in a more expedient manner. 

By Order of the Commission this 15th day of August 2007, 

Chairman 
Charles C. Box 

JUDGE 

SECTION CHIEF '{f\~I1 

ORDERS SUPERVISOR 

2
 



Exhibit A, Citation 7/31/07 
Union Pacific Railroad Company - Rough Crossing Complaints 

167030F I 160.8 I 600N (TR 117) I Arthur I Douglas 12/5/06 Temp repairs completed; 
reconstruction required. 

167031M I 161.2 I 325E (TR 32) I Arthur I Douglas 12/5/06 Temp repairs completed: 
reconstruction required. 

167032U I 162.1 I CR 240 (TR 24) I Arthur I Douglas 12/5/06 Temp repairs completed; 
reconstruction recuired. 

167536U 50.6 IL RTE. 114 Momence Kankakee 12/5/06 Repairs Needed 
167537B 50.55 IL RTE. 114 Momence Kankakee 12/5/06 Repairs Needed 
173893K 11.55 HARLEM AVENUE Chicago Cook * Repairs Needed 
174107H 12.73 RIVER ROAD Des Plaines Cook * Repairs Needed 
175377K 100.86 CROSS CREEK ROAD Benld Macoupin 5/29/07 Repairs Needed 
175745X 4.95 COON ROAD Normandy Lee 4/17/07 Repairs Needed 
176812T 38.02 GRANDVILLE AVE. Gurnee Lake 12/5/06 Repairs Needed 
176905M 44.28 ILLINOIS ROUTE 173 Zion Lake 12/5/06 Repairs Needed 
290 475P 58.59 SPRING ROAD Coal City Grundy 5/11/07 Repairs Needed 
294295F 184.15 6TH STREET Springfield Sangamon 12/5/06 Repairs Needed 
294297U 184.2 5 1H STREET Sprinafield Sangamon 2/9/07 Repairs Needed 
294299H 184.4 4 1H STREET Sprinqfield Sangamon 2/9/07 Repairs Needed 
294301G 184.6 UNION ST Sprinafield Sanaamon 2/9/07 Repairs Needed 
294303V 185 MADISON ST Springfield Sanaamon 2/9/07 Repairs Needed 
294306R 185.21 WASHINGTON ST Springfield Sangamon 2/9/07 Kepalrs Neeaec 
294308E 185.3 ADAMSST Springfield Sangamon 2/9/07 Repairs Needed 
294310F 185.32 MONROE ST Springfield Sangamon 2/9/07 Repairs Needed 
294312U 185.5 JACKSON ST Springfield Sangamon 2/9/07 Repairs Needed 
294313B 185.64 COOKST Springfield Sangamon 2/9/07 Repairs Needed 
294314H 185.7 LAWRENCEAV Springfield Sangamon 2/9/07 Repairs Needed 
294315P 185.8 CANEDY ST Springfield Sangamon 2/9/07 Repairs Needed 
294316W 185.9 SCARRITT ST Springfield Sangamon 2/9/07 Repairs Needed 
294317D 186.02 ALLEN Sprinqfield Sangamon 2/9/07 Repairs Needed 
294318K 186.18 SOUTH GRAND AV Sprinafield Sanaamon 2/9/07 Repairs Needed 

Exhibit A, Page 1 of 2
 



Exhibit A, Citation 7/31/07
 
Union Pacific Railroad Company - Rough Crossing Complaints
 

294319S 186.33 CEDAR ST Springfield Sangamon 2/9/07 Repairs Needed 
294320L 186.50 LAUREL STREET Springfield Sangamon 12/5/06 Repairs Needed 
294321T 186.70 ASH STREET Springfield Sangamon 12/5/06 Repairs Needed 
294331Y 194.4 WALNUT STREET Chatham Sangamon 11/08/05 Repairs Needed 
2943358 194.72 SPRUCE STREET Chatham Sangamon 05/12/05; Repairs Needed 

11/08/05 
12/5/06 

294343T I 200.45 I WASHINGTON Auburn Sangamon I 5/29/07 I Repairs Needed 
STREET 

294354F 202.3 DIVERNON ROAD Auburn Sangamon 5/29/07 Repairs Needed 
294385E 223.31 NICHOLAS STREET Carlinville Macoupin 12/5/06 Repairs Needed 
294388A 223.80 MAIN STREET Carlinville Macoupin 12/5/06 Repairs Needed 
294397Y 234.00 EAST ST. (2N U ST.) Shipman Macoupin 5/29/07 Repairs/Reconstruction 

Needed 
371390M I 31.06 IlL 127 I Nashville I Washington I * I Repairs Needed 

* Table does not reflect other coordination efforts: meetings, site visits, phone calls, and e-mails. 

38 Crossings 

Exhibit A, Page 2 of 2 



STATE OF ILLINOIS
 
UP Citation 

Group Exhibit B 
Page 1 of 35 

ILLINOIS COMMERCE COMMISSIO .
 

TRANSPORTATION DIVISION / RAIL SAFETYISECnON
 
Rail Safety Program AdministratorMichael E.Stead 

May 12, 2005 

Mr. Gary Thompson 
Director Track Maintenance 
Union Pacific Railroad Company 
100 N. Broadway, Suite 1500 
S1. Louis, Mo. 63102 

R04-156 
Dear Mr. Thompson: 

On May 3, 2005, a representative of this office inspected the pruce Street highway-rail 
grade crossing (AARIDOT #2943358, milepost 194.72-SSW AO) of the Union Pacific 
Railroad Company's main line track in the Village of Chatham Sangamon County. The 
crossing was re-inspected in response to additional rough s rface complaints recently 
received by this office. Results of this inspection indicate that existing conditions at the 
crossing do not meet the minimum requirements of 92 Illinois dministrative Code (lAC) 
Part 1535.203. 

Findings from our inspection are outlined below: 

~	 The second and third gauge timbers on the west rail ne d replaced. 
~	 The south end of the west highway approach is moun d up approximately 3 

inches and is crumbling. It appears to be out of the affic lane. The same 
condition is also present on the north end, but to a less r degree. 

~	 The east rail is approximately 1 inch above the crossi g timber on the south 
side, due to pumping action of the crossing. 

~	 The second gauge timber from the south end of the c ssing on the west rail 
is very badly split and out of alignment with the south d, 2 inches below the 
rail and 3 inches from the rail. The island area is i good condition. The 
remaining timbers are solid except for the pumping acti n of the crossing. 

~ There is slight mounding of both highway approaches t the crossing.
 
~ Photographs taken at the site during the inspection are enclosed.
 

According to 92 Illinois Administrative Code, Chapter 3, ction 1535.203: "Every 
grade crossing shall be constructed and maintained in su h manner that it will not 
interfere with the reasonably safe use of the roadway when traveled in the usual and 
ordinary manner." Please arrange to have repairs scheduled for this crossing to ensure 
that the crossing surface satisfies the requirements of 92 IA 1535. Provide this office, 
within the next 30 days, with information on your company's r pair schedule. 



Mr. Gary Thompson 
UP Citation 

May 12, 2005 Group Exhibit B 
Page 2 of 35 Page Two 

Thank you for your prompt attention to this matter. Please:'arrange to have repairs 
made to this crossing as soon as possible. If you have any qu stions or need additional 
information, please contact Bob Berry, Rail Safety Speciali t, at (217) 785-8434 or 
bberry@icc.state.il.us. 

Very truly yours, 

~~ 
Michael E. Stead : 
Rail Safety Program ~dministrator 

Enclosure 
cc: Roy Farwell, UP 

Paul Gegg, UP 

RSB 

mailto:bberry@icc.state.il.us


STATE OF ILLINOIS
 
UP Citation 

Group Exhibit B 
Page 30f35 

ILLINOIS COMMERCE COMMISSIO 

TRANSPORTATION DIVISION I RAIL SAF 
Michael E. Stead	 RailSafety Program Administrator 

November 8, 2005 

Mr. Paul Gegg 
Manager-Track Maintenance 
Union Pacific Railroad Company 
811 W. Chestnut 
Bloomington, IL 61701 

R04-156 
R04-297 

RE:	 Walnut Street (AARIDOT #294 331Y, railroad milep~t 194.4-SSWNAO) 
Spruce Street (AARIDOT #2943358, railroad mllepdst 194.72-SSWNAO) 
Chatham, Sangamon County I 

Dear Mr. Gegg: 

With a letter dated May 12, 2005, this office notified Gary ~rhompson, Union Pacific 
Railroad Company Director of Track Maintenance and your oor surface conditions at 
the referenced Spruce Street crossing. The letter also asked that you notify this office 
of your plans to repair the crossing. A copy of my previousetter is enclosed for your 
information. 

A representative of this office recently re-inspected the truce Street crossing in 
Chatham, as well as the Walnut Street crossing. Existing c· nditions at both locations 
do not meet the minimum requirements of 92 Illinois Admi istrative Code (AIC) Part 
1535. Our findings are summarized below: . 

Spruce Street: 
~ The existing timber/asphalt surface does not meet the 
~ Two field timbers adjacent to the east rail on the north end of the crossing are loose 

and need to be fastened down; I 

~ A gage timber on the south end of the west rail has split; t~e south end of the timber 
is 2-3 inches below the end the adjacent tie; 

~ The asphalt adjacent to the crossing timbers is uneven aMd mounded up above the 
field crossing ties; 

~ The asphalt has broken away from the south end of the eresslnp: 
~ The crossing surface is at least 2 inches (2") below the level of the highway 

approaches. 

Walnut Street: 
~ The crossing timbers at Walnut Street are worn and uneven, and need to be 

replaced. i 

~	 The asphalt needs patching on the north end of the east r~il and on the south end of 
the crossing. . 

527 East Capitol Avenue, Springfield, Illinois62701 i 

Telephone [217] 782·7660 Fax [217] 785-7404 TOO (''VITTY") [217] '4-4915 
www.icc.illlnols.gov 



Mr. Paul Gegg 
UP Citation 

November 8, 2005 Group Exhibit B 
Page 4of35Page 2 

As of this date, we have not received any indication that repair have been scheduled or 
completed at Spruce Street. Please notify this office immedi tely of the status of your 
company's plans to ensure that the crossin surfaces at b . h locations are properly 
repaired and satisfy the requirements of 92 Illinois Admini rative Code 1535. The 
failure of your company to respond to this letter will likely result in the initiation of 
Citation proceedings by this office. 

I 

Thank you for your prompt attention to these matters. If yo~ have any questions, or 
need additional information, please contact Robert Berry, Rai~road Safety Specialist, at 
(217) 785-8434 or bberry@icc.illinois.gov. 

Very truly yours, 

~~
 
Rail Safety Pro$ram Administrator 

Enclosure 

cc: Mike Payette, UP 
Roy Farwell, UP 
Gary Thompson, UP 

RSB 
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Page 50t 35STATE OF ILLINOIS 

ILLINOIS COMMERCE COMMIS ION 
TRANSPORTATION DIVISION I RAIL SA TV SECTION 

Michael E. Stead RailSafety Program Administrator 

December 5, 2006 

Mr. Michael W. Payette 
Asst. V.P. Govt. Affairs, Central Region 
Union Pacific Railroad Company 
101 N. Wacker Drive, Suite 1910 
Chicago, IL 60606 

Dear Mr. Payette: 

This office has received numerous complaints of rough surfa es at highway-rail grade 
crossings of the Union Pacific Railroad Company's (UP) track in Illinois. Directives to 
repair crossings that don't meet the Commissions' minimum requirements have been 
conveyed to the appropriate UP personnel, but in most ca es the repairs have not 
occurred in a timely manner or have not yet been completed. Included with this letter is 
a table and summary sheets that list the crossings that have been reviewed by 
representatives of this office. 

Most of the rough conditions can be categorized by basic qrossing deterioration, but 
some such as in/near the Village of Arthur, are a result of track renewal programs that 
are not staged or completed so as to insure suitable passag~. over the crossings. The 
following provides a summary of our general Grade Cro sing Surface Complaint 
procedures, as well as the action required to be performe by railroads in order to 
resolve these outstanding complaints: ! 

, 

i 

•	 Once a complaint is received via phone, e-mail or letler, a representative from 
this office completes a field investigation; 'findings from the inspection are 
conveyed in writing to the subject Railroad. ' 

•	 If the crossing does not meet the minimum reqUirem~nts of 92 III. Adm. Code 
1535, the Railroad is contacted and is required t. provide a schedule of 
improvements within 30 days. If a schedule is not req ived or substantive work 
is not completed in accordance with the schedule, a foil w-up letter is provided to 
the Railroad indicating a formal proceeding before ad administrative law judge 
may be sought. 

Please arrange to have the enclosed rough crossing inspecti~,'n summaries reviewed by 
the appropriate UP personnel, and interim/temporary repair completed immediately. 
For complete/permanent repairs, please provide a comprehen ive schedule for all the 

, 

527 East Capitol Avenue, Springfield, Illinois62701 i 

Telephone [217] 782·7660 Fax [217] 785-7404 TOO (''VmY'') [217] '4-4915 
www.icc.iIIinois.gov ' 



UP Citation 
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Mr. Mike Payette 
December 5, 2006 
Page 2 

I 

crossings. With this schedule include the process that will be I~ndertaken for monitoring 
the crossings over the winter months. This should be submitted to our office no later 
than January 15, 2007. ' 

i 

Thank you in advance for your attention to these matters. If y~L1 have any questions, or 
need additional information, please contact Brian Vercruysse, Senior Rail Safety 
Specialist, at (630) 424-8750 or bvercruy@icc.illinois.gov. 

Very truly yours, 

Michael E. Ste d 
Rail Safety Pro ram Administrator 

Enclosures 
cc:	 Bill Wimmer, UP 

Bill Van Trump, UP 
Mack Shumate, UP 
Roy Farwell, UP 
Gary Thompson, UP 
Ed Benbow, UP 
Jack Mullen, UP 
Seth Iman, UP 
Paul Gegg, UP 
Bill Severinsen, UP 
Jim Fisher, UP 
Steve Helton, Bourbon Township 
Lavern Schlabach 
Lavern Hochstetler 
Jim Hayner, Village of Gurnee 
George Guderley, lOOT - 1 
Andy Rabadi, lOOT - 1 
Steve Klein, IDOT-3 

BV 
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Union Pacific Railroad Company. Rough Crossing Compl,ints 
December 5,2006 
Minimum Criteria per 92111. Adm. Code 1535 Not Met 

_iiii! 
167030F 
167031M 
167032U 

R8~i~Post 
160.8 
161.2 
162.1 

••;;~mf:i) 

600N (TR 117) 
325E (TR 32) 
CR 240 (TR 24) 

\ 

Arthur 
Arthur 
Arthur 

I 

Douqlas 
Douolas 
Douqlas 

']'V! 

167536U 
167537B 

50.6 
50.55 

IL Rte. 114 
IL Rte. 114 

Momerjce 
Momerjce 

Kankakee 
Kankakee 

176812T 
176905M 

38.02 
44.28 

Grandville Ave. 
Illinois Route 173 

Gurnee 
Zion 

Lake 
Lake 

289771E 40.36 Laraway Road Joliet 
, 

Will 

294295F 
294320L 
294321T 
294335B 
294385E 
294388A 

184.15 
186.50 
186.70 
194.72 
223.31 
223.80 

6th Street 
Laurel Street 
Ash Street 
Spruce Street 
Nicholas Street 
Main Street 

Spring eld 
Spring eld 
Spring eld 
Chatha m 
Carlinv lie 
Carlinv lie 

Sangamon 
Sanoarnon 
Sanqamon 
Sanqarnon 
Macoupin 
Macoupin 

Crossing/Complaint Summaries provided on the following pages. 
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Crossings in/near Village of Arthur 
The subject crossings in/near Arthur are rural in nature and re utilized by motorized 
vehicles and farm equipment, as well as horse-drawn uggies from the Amish 
community. As part of a rail renewal project initiated in the su mer of 2006, continuous 
welded rail (CWR) was placed along the entire line and though the crossings first. 
Then, starting from the south, the rail was installed and crossing surfaces were 
renewed. The conflict arises at those crossings that were! not repaired during this 
construction season. While a trench was cut at the crossings hold the new rail, it was 
not of sufficient depth to insure that cover material would com act and adhere. In many 
cases, the rail is exposed and visible. 

After numerous phone calls from citizens in the area and r views by our office, the 
gaps, holes, and elevation differences were addressed by Up. rews in mid-October. As 
indicated in the attached pictures from November 16, 2006, these temporary patches 
have failed and the surfaces are in poor condition. Phone co . plaints to our office have 
increased recently, as horse-drawn vehicles have a diffic It time traversing these 
crossings. Further, some complainants that use the unrepaired crossings have noted 
damage to their vehicles and property. 

With the change in season it appears that only further, temp I rary repairs are feasible. 
Given the rapid deterioration of the previous work, the cross ngs should be monitored 
and repairs provided more frequently. Because of the poten ial for damage, we have 
reiterated to the residents that the UP Emergency Hotline at ·800) 848-8715 should be 
called if the crossings deteriorate further, if a vehicle is stuck, or if damage occurs. For 
property damage, we have also provided the UP's Claims esolution number, (800) 
521-3253 for their reference. 

UPRR Action Required: 
All of the crossings in and near Arthur that were not compl ted with the rail renewal 
project this year should be repaired as necessary and then in pected biweekly. Also, a 
schedule for full renewal of the remaining crossings needs to e forwarded to this office. 
Repairs to the crossings that do not meet the minimum req irements of 92 III. Adm. 
Code 1535 need to be scheduled as soon as weather allows i I 2007. 

11/16/06 - Typical Arthur Crossings, new rail to the outside of the crossing surface. 
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Laraway Road - City of Joliet (AARIDOT #289 771, MP 40.~6) 
Similar to the Arthur crossings, Laraway has received numerts repairs that hold for a 
short duration. The crossing has settled, panels have shifted,; nd the rubber f1angeway 
filler has moved away from the crossing. Many of the shitted /loose panels have been 
removed and replaced with asphalt. This has served as a limi~ d, temporary relief. 

Action Required: 
Reconstruction of the crossing is needed, and should be sche uled for April 2007, or as 
weather permits. Please schedule this work and advise this 0 ice. 

10/20/06 - Looking North 

Illinois Rte. 114· City of Momence (AARIDOT #167 536U11$7 5378, MP 50.6/50.55) 
It is our understanding that project funding and authorization is being sought through 
Omaha for reconstructing the crossings in 2007. ! 

Action Required: 
Reconstruction or repairs are needed in 2007, and should e included in the Capital 
Improvement Program. This should be coordinated with t e Illinois Department of 
Transportation (lOOT), as any closures of Illinois Route 114 II require significant traffic 
control and detouring. The contact for lOOT, is Steve Klei who can be reached at 
(815) 434-8429. Please advise this o'ffice of the schedule and! coordination with lOOT. 

3/3/06 - Crossing panels above Tracks 3 and 4 (from west) and ail above panels on spur. 
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Grandville Ave. in Gurnee, Lake County, Illinois (AARlDOl #176 812T, railroad 
milepost 38.02) I 

I 

We were informed by UP personnel in late 2005 that this crossing was scheduled for 
rehabilitation or replacement in the 2006 construction year. Th re has been no action 
taken and the crossing has deteriorated even further, generati! g numerous complaints. 

Illinois Route 173 in/near Zion, Lake County, Illinois (AA~DOT # 176 905M, 
railroad milepost 44.28) 
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Nicholas Street-Carlinville (AARIDOT 294 385E) 

An approximate 3" - 4" difference in the elevation exists betwe n the main track and the 
side track. This condition appears to cause the public some di iculty in traversing the 
crossing. The mounded asphalt on each side of the main trac· concrete crossing 
surface needs to be milled down to the level of the concrete cr ssing surface. It 
appears that at one time the concrete crossing surface was at he elevation of the 
asphalt but has since sunken 1.5" - 3" below the elevation of tH[ east highway approach 
and the island area resulting in a "bump" at the crossing. The concrete panels are in 
good condition. 

The side track is located immediately west of the main track. 1he switch for the side 
track is located several hundred feet north of the crossing. It hi s a timber/asphalt 
crossing surface in fair condition. The highway approaches an field timbers meet at 
about the same elevation. While the crossing timbers are old, 'hey are solid. There are 
a few places where the timbers have rotted. The first field tim er on the south side of 
the side track has broken out leaving a hole with the remainde of the timber to the 
south has split. i 

Additional Repairs Required: G.W. Thompson's 11/4/06 ems il indicated that 
"Nicholas St. Carlinville--Will have repairs to this crossing com J/ete by 1111012006' 
ICC staff reinspected this crossing on 11/1/3/06 and found no York had been 
completed; UPRR needs to replace the outside south timber on the east rail of the side 
track. Both roadway approaches to the main track crossing, iri mediately adjacent to 
the concrete panels, need to be milled down several inches to emove the mounded 
asphalt. 

Main Street-Carlinville (AARIDOT 294 388A) 

Both the main track and the side track have concrete crossing urfaces in good 
condition. The main track has sunk 1" - 2" below the level of t .e adjacent highway 
approach. Several of the concrete panels are slightly out of ali nment. As can be seen 
from the photograph, the west end of the crossing of the main' rack has sunk 1" - 2" 
below the elevation of the island asphalt. Since the area that as sunk on the main 
track is primarily on the end of the crossing, it does not appea that vehicular traffic is 
impacted. This has occurred recently because the exposed a phalt edge is completely 
vertical. 

The side track conforms to Commission requirements. 

Additional Repairs Required: G.W. Thompson's 11/4/06 erru il indicated that "Main St.
 
Carlinville--Will have repairs to this crossing complete by 1111~V2006'
 

ICC staff reinspected this crossing on 11/1/3/06 and found no ~ork had been
 
completed; UPRR needs to repair the crossing surfaces so th~y are level with the
 
adjacent highway approaches.
 I 

Spruce Street in Chatham (AARIDOT 2943358) 

The UP operates over a single main track through Spruce StrJet. Both ends of the 
crossing are pumping mud when trains go over the crossing. This condition is 
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especially advanced on the south side of the crossing where mud covers the crossing 
timbers approximately two feet from the end of the crossing. ~ hiIe the UP has 
attempted to patch the crossing, due to the drainage problem Lnder the crossing 
surface, any asphalt patch will not hold. Both highway approad hes to the crossing have 
mounded immediately adjacent to the outside timbers. In som places the difference in 
elevation between the crossing timber and approach is 3". Se~ eral of the timbers have 
failed and these areas patched with asphalt. No AARIDOT Cr~ ssing Number was found 
at the crossing. 

Additional Repairs Required: G.W. Thompson's 11/4/06 email indicated that "Spruce 
Street Chatham--Will have repairs to this crossing complete b~ 11/15/2006". ICC staff 
reinspected this crossing on 11/1/3/06 and found no work had peen completed; The UP 
needs to replace the crossing surface and make the proper adj~stments to the highway 
approaches at that time. Short-term, the UP needs to mill down the highway 
approaches within its right-of-way to take care of the humps. An AARIDOT Crossing 
Number needs to be installed at the crossing. ! 

Ash Street in Springfield (AAR-DOT 294 321T) 

Ash Street has a rubber crossing surface. The crossing and hl hway approaches meet 
the Commission's minimum requirements (92 III. Adm. Code 1 35). A train has 
dragged something over the crossing because there is a goug mark parallel to the 
track for the entire length of the crossing. The condition is not I ad enough that the 
crossing needs new panels. A hole has developed in the islan, portion (between rails) 
of the crossing; the last rubber section at the south end of the, rossing is lower than the 
adjacent section. The hole is within the curb lane portion of ea tbound Ash Street. The 
hole needs to be unfilled with hot-mix asphalt. No AARIDOT rossing Number was 
found at the crossing. 

Additional Repairs ReqUired: Fill hole in island portion of ros dway surface, located at 
the south end of the crossing. An AARIDOT Crossing Number needs to be installed at 
the crossing. ! 

Laurel Street in Springfield (AARIDOT 294 320L) 
I 

The highway approaches have recently been milled to the elevation of the rubber 
crossing panels. The "Hi-Rail" rubber surface is in adequate condition. The pedestrian 
crossing surfaces are in need of repair; the asphalt has broken up. There is a 
difference in elevation between the rubber panel and the adjad~nt approach asphalt on 
the south end of the west rail. (NOTE: This area is outside th~ travel portion of the 
crossing; refer to the photograph.) No AARIDOT Crossing Nu nber was found at the 
crossing. 

Additional Repairs ReqUired: G.W. Thompson's 11/4/06 em~ il indicated that "Laurel 
Street Springfield--Will have repairs to this crossing complete ~ y 11/22/2006" ICC staff 
re-inspected this crossing on 11/1/3/06 and found no work haq been completed; UPRR 
needs to repair the pedestrian surfaces to meet the Cornrnissid n's minimum 
requirements. An AARIDOT Crossing Number needs to be in~talled at the crossing. 



UP Citation 
Group Exhibit B 

Page 13 of 35 

§!!l Street in Springfield CAARIDOT 294 295F) 

The pedestrian crossings are concrete panels and both (east ~nd west side of the 
roadway) are in good condition. The timbers in the timber/ asphalt roadway crossing 
surface are split, broken, and out of alignment. Several of the imbers are loose. The 
west rail has a peculiar bend located to the south of the crossing. This is an 
interconnected crossing. A new roadway crossing surface is r~ quired. 

Additional Repairs Required: G.W. Thompson's 11/4/06 erne il indicated that "fih 
Street Springfield--Will have repairs to this crossing complete flY 11/22/2006' ICC staff 
reinspected this crossing on 11/1/3/06 and found no work had ieen completed; Install 
new crossing surface. 

, 
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ILLINOIS COMMERCE COMMISS ON
 
TRANSPORTATION DIVISION I RAIL SAF SECTION
 

Michael E. Stead	 Rail Safety Program Administrator 

February 2, 2007 

G.W. Thompson 
Director of Track Maintenance-S1. Louis Division 
Union pacific Railroad Company 
101 North Broadway, Suite 1500 
S1. Louis, MO 63102 

Dear Mr. Thompson: 
, 

On January 22 and 23,2007, a representative of this office ins cted seventeen highway
rail grade crossings of your company's tracks all located in Spri gfield, Sangamon County, 
Illinois. The inspections were conducted in response to r ugh crossing complaints 
recently received by this office. Results of the inspections indi te that existing conditions 
of the vehicular crossing surface and/or pedestrian crossing s rface at the crossings do 
not meet the minimum requirements of 92 III. Adm. Code 15 5.203. In addition, every 
crossing is experiencing pumping action due to poor water drain ge from the crossings. 

A summary of our findings with photographs is attached: 

According to 92 Illinois Administrative Code (lAC), Chapter 3, 'I Section 1535.203: "Every 
grade crossing shall be constructed and maintained in such ma ner that it will not interfere 
with the reasonably safe use of the roadway when traveled 'n the usual and ordinary 
manner." Please advise this office within the next thirty (30) da of your company's plans 
to ensure that the vehicular crossing and/or pedestrian surface are properly repaired and 
meet the requirements of 92 lAC 1535. . 

If you have any questions, please contact Bob Berry, Railroad IISafety Specialist, at (217) 
785-8434 or bberrY@icc.illinois.gov. 'I 

Very truly yours, 

Michael E. Stead, 
Rail Safety Program f,dministrator 

RSB 

Enclosure 
cc:	 Mike Payette, UP 

Steve Berki, UP 

527 East Capitol Avenue, Springfield, Illinois 62701 1
·1 

Telephone [217] 782-7660 Fax [217] 785-7404 TOO (''VfTTY") [217] ~4-4915 

www.lcc.llllnols.gov 
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Cedar Street-City of Springfield (AARIDOT #294 319S, MP 86.33SSWNAO) 
No AAR/DOT number has been painted on the signal control cabinet. The 
timber/asphalt crossing surface is old and worn but in fair condition. The asphalt 
approaches have been milled in the past. The main problem with this crossing is that 
the asphalt immediately adjacent to the crossing timbers has roded away leaving gaps 
and holes. 

ActionRequired: 
Cutting out one foot of asphalt from the field crossing timber ad rolling in new asphalt. 
We recommend the placement of the AAR/DOT number on t e signal cabinet to aid in 
the identification of the crossing. Pedestrian crossings are nusable due to the gap 
between the crossin timber and the as halt is too lar e for a heelchair. 

South Grand Avenue-Cit of S rin field AARIDOT 294 31 K MP 186.18 SSWNAO 
The highway approaches have been milled down to the elevat n of the crossing. Some 
concrete panels are loose. There is a spot in the west pproach adjacent to the 
concrete panel that has busted loose resulting in a mod rate to severe bump to 
vehicular traffic. Both pedestrian crossings are unusable. The concrete pads that I 

extend out for the crossing part of the pedestrian crossin are in good condition. 
However, the asphalt immediately adjacent to the concrete p s has broken away from 
the pads to such a degree (3-4 inches) in some places that a heelchair could not pass 
over without getting stuck in the void. Pictures are on next pa e. 

:1 

Required Action 'I 

Fill the west approach with asphalt. Several of the concrete ~anels that are loose need 
to be reset. Both pedestrian crossing surfaces need to II be repaired for use by 
wheelchairs, strollers, and bicycles. The UP should stencil ~he AAR/DOT number on 
the si nal cabinet. II 
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Mr. Thompson 
February 9, 2007 
Page 3 

Allen Street-Ci 

Allen Street is equipped with walkout cantilever AFLS with si elights directed to the 
two adjacent streets north of the crossing on each side of the ailroad. There is clear 
evidence that the asphalt approaches have been milled in the near past. Some 
timbers are beginning to split. The worst timbers are in the sland area where they 
are out of alignment and split to the point of pieces being r moved by car tires. A 
gap has developed between the south side of the west app oach and the crossing 
timber. Both pedestrian crossing surfaces are unusable ue to a gap that has 
developed between the rail and the asphalt pedestrian urface. Wheelchairs, 

pplied to correct the 
It pedestrian crossing 

R1DOT number on the 

Required Action 
Repair the island crossing timbers. Asphalt need to be 
problem at the south side of the west approach. The asp 
surfaces need to be replaced. The UP should stencil the 
si nal cabinet. 

bicycles, or strollers cannot negotiate the gaps. 
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Scarritt Street-Ci 185.90SSWNAO 

Scarritt Street is equipped with walkout cantilever AFLS wit sidelights directed to 
the two parallel streets as at Allen Street. The east field rossing timbers have 
rotted and are in holes in the timbers. The east approach ha a slight mounded area 
adjacent to the crossing timbers. Both asphalt pedestrian crossings are in poor 
condition with the same problems as described for Allen Stre " 

Required Action 
Replace the bad crossing ties. The mounded area is not sev re enough at this time 
to warrant being milled. The asphalt pedestrian crossin s surfaces should be 
replaced. The UP should stencil the AARIDOT number on th signal cabinet. 

Canady Street is equipped with walkout cantilever AFLS wi sidelights directed to 
the streets adjacent to and on both sides of the tracks. A cro sing timber on the east 
side of the crossing has rooted to the point that it has holes exposing the spikes to 
vehicular tires. The concrete pad pedestrian crossing surfac s are in good condition 
except for the east approaches up to the concrete pad. 0 e to the presence and 
nearness of the west street to the pad, there is a steep tr nsition down to street 
level. This is so steep as to make us of the pedestrian cros ing by anybody except 
people walking is impractical. 

Required Action il 

The rotted crossing timbers should be replaced. S study t~m should be formed of 
the parties to look for a solution to problem of the steepnes of the west side of the 
pedestrian crossing approach. The UP should stencil the RlDOT number on the 
si nal cabinet. i 

' 
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Lawrence Street-Ci P 185.70SSWNAO 

Lawrence Street is equipped with AFLS and mast mounte gates. The crossing 
surface concrete pads extend out to include the pedestrian cr ssing. There is a gap 
at the joint between the concrete pad and asphalt sidewa k transition at all four 
pedestrian crossings. The west side approach to the cross g has a slight mound 
that once a vehicle goes over it tends to point the front of the r downward. 

Required Action . 
The pedestrian crossing surfaces need to be repaired. ThJ City needs to mill the 
west approach approximately 2 inches. The UP shouldII stencil the AAR/DOT 
number on the si nal cabinet.' 
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Mr. Thompson 
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Page 6 

Cook Street is equipped with walkout cantilever AFLS Witt· stub mounted gates. 
There is a Hi-Rail rubber crossing surface at Cook Street. Several of the rubber 
panels are loose and several are out of alignment. The fi Id rubber panels slant 
toward the rail. The approaches have been milled and are in ompliance. 

Required Action 
The UP should stencil the AAR/DOT number on the si 

185.50SSWNAO 

Jackson Street is equipped with AFLS with a stub mounte gate in the northeast 
crossing quadrant and AFLS with gates in the southwest c ossing quadrant. The 
east approach to the crossing is mounded approximately 4 in hes with the west side 
to a lesser degree. The south asphalt pedestrian crossing s rface has mounded to 
such an extent that it is unusable. The north asphalt rossing surface is in 
compliance at this time. While worn, the crossing timbers re solid and show no 
movement when traversed by vehicular traffic. 

Required Action: 
The east approach needs to be milled down approximately 4 inches. The south 
pedestrian crossing surface needs replaced. The crossing surtace is in fair condition 
and no remedial action is required at this time. The UP shou d stencil the AAR/DOT 
number on the signal cabinet. 
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Monroe Street-Ci 

Monroe Street crossing is equipped with AFLS and gates ith a sidelight on the 
southwest signal mast directed to the south. The crossi g surface is concrete 
panels with asphalt approaches. The asphalt approaches h ve mounded and have 
been broken down to the elevation of the concrete pad resu ing in a large bump to 
vehicular traffic. Some of the places the asphalt has been s ered off flush with the 
concrete panel. The condition of the concrete pads varies f om bad on the east to 
adequate on the west. The east side pedestrian crossing su ace south of the street 
is in bad condition. 

Required Action 
The City needs to mill the highway approaches on both sid Attention should be 
given to the crossing surface for any needed repair. T e pedestrian crossing 
surface on the east side of the crossing south of the street n eds replaced. The UP 
should stencil the AARIDOT number on the sl nal cabinet.

--.r--I+----,-

1/25/07 Looking North 
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Adams Street-Cit 

The crossing is equipped with AFLS and gates. No sideligh for 3rd Street located 
immediately west of the track. Some of the concrete pad· are showing signs of 
pieces chipping out and some pads are out of alignment. T e pedestrian crossing 
on the south, west of the tracks is 4 inches higher than the ncrete pad. Also on 
the south side of the track, west of the crossing, the asphalt has broken away from 
the concrete pad making is unusable for wheelchairs. 

Required Action 
Repair or replace bad concrete pads. Repair the pedestr an crossing surfaces. 
Install sidelight directed toward 3ra Street. The UP needs t stencil the AARIDOT 
number on the si nal cabinet. 

Washington Street has a rubber crossing surface. The panel are 2-3 inches low on 
the west side of the crossing causing a bump in the roadw y (panels have sunk), 
resulting in a drop off to the rubber panel from the asphalt a proach. The crossing 
shows a sign of very severe water retention under the cro sing as mud is being 
pumped between the rubber panels as well as outside the rossing area on both 
ends of the crossing. The west pedestrian crossing surface 

Required Action ~ 
Instead of trying to raise the rubber panels, the City should ill the west approach 
adjacent to the crossing. I make this suggestion due to the .ater drainage problem 
under the crossing. The pedestrian crossings should be rep ired. The UP should 
stencil the DOT/AAR number on the si nal cabinet. 
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Jefferson Street-City of Springfield (AARIDOT 294 305J, rtO P 185.10SSWNAO) 

Jefferson Street (III. Rte. 29) is the only Street that has !the AARIDOT number 
painted on the control cabinet. The crossing is equipped With walkout cantilever 
AFLS and stub mast mounted gates. The concrete cros~,ng surface is in good 
condition. The concrete pad and asphalt that form the pede*rian crossing surfaces 
are in good condition. . 

Required Action 
I None at this time. 

Monroe Street-City of Springfield (AARIDOT 294 303V, Mt 185.00SSWNAO) 

This crossing is equipped with AFLS and gates. The concrete panel surface and 
adjacent asphalt are in good condition at this time. The soutl] pedestrian crossing 
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surface on the east side of the tracks is mounded making lits use by wheelchairs 
difficult. 

Required Action 
The UP should stencil the AARJDOT number on the signal 
crossin surface on the east side of the tracks should be re 

The pedestrian 

Carpenter Street-City of Springfield (AARIDOT 294 302N, ~p 184.69SSWNAO) 

This crossing is equipped with AFLS with sidelights directsd to the north. Both 
pedestrian crossings surfaces are in good condition. The ~ncrete panel crossing 
surface is in good condition but has one flaw. One east pal1~1 is beginning to show 
signs of busting out pieces of concrete. This is a new condi~ion and does not affect 
the ride over the crossing. 

Required Action 
The UP should stencil the AARJDOT number on the si 
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Required Action i 

The repair of the north pedestrian crossing surface. Consid6ration should be given 
to the replacement of the crossing timber. The UP shoul~ stencil the AARIDOT 
number on the si nal cabinet. 

4th Street-City of Springfield (AARIDOT 294 299H, MP 184!~OSSWNAO) 

4th Street is equipped with walkout cantilever AFLS. The elst and west pedestrian 
crossing surfaces are unusable by wheelchairs and other sUQ devices. The asphalt 
has eroded away from the crossing timbers to such an ext nt that the gaps would 
catch the wheels of wheelchairs, etc. There is an area in t~ west approach to the 
crossing where the asphalt roadway has mounded up signi~bantly. While the track 
is on a curve from the northeast to the southwest, I observed I¥ehicles travel over the 

crossing at an angle from the east to the west side toward th~ middle of the crossing. 
4th Street is a narrow one-way street with parking on both sides which contributes to 
the problem at the crossing. 
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Required Action 
Repair the pedestrian crossing surfaces. The high area 0 the west side of the 
roadway prior to the crossing surface needs to be milled q wn. The City should 
consider banning parking on one side of the road at least 0 I e hundred feet prior to 
the crossin . The UP needs to stencil the MRIDOT number n the si nal cabinet. 

Looking northeast 

5 th Street-City of Springfield lAARlDOT 294 297U, MP 18~20SSWNAO) 

This crossing is equipped with cantilever mounted AFLS an gate in the northeast 
crossing quadrant and AFLS and gate in the southeast uadrant. The asphalt 
pedestrian crossings on the west have eroded away from th rail resulting in a gap 
that would make it difficult for a wheelchair from traversi g the crossing. The 
pedestrian crossings on the east side are concrete panels an are in good condition. 
Several concrete panels have broken up as can be seen i~ the right photograph. 
The UP can change out the panels outside the travel lane~ with the ones in poor 
condition. 

Required Action 
Repair the west pedestrian crossing surfaces. Replace the !6ad concrete panels in 
the vehicular crossing surface. The UP needs the stencil t~e MRlDot number on 
the si nal cabinet. 
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1/25/07 Looking North 
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ILLINOIS COMMERCE COMMIS 
TRANSPORTATION DIVISION I RAIL SAF 

MichaelE. Stead	 RailSafetyProgram Administrator 

April 17, 2007 

Mr. Glen Stewart 
Manager of Track Maintenance 
Union Pacific Railroad Company 
Via e-mail: GStewar@up.com R06-146 

RE:	 Coon Road (AARIDOT #175 745X, railroad milepost 4.9$ ), near Normandy, Lee 
County, Illinois 

Dear Mr. Stewart: 

Early this year, a representative of this office inspected the referen,,·d crossing in response to a 
rough surface complaint we recently received. Results of the ins ction indicate that existing 
conditions at the crossing do not meet minimum requirements of 9 Illinois Administrative Code 
(lAC) 1535.203. 

A summary of our findings are outlined below:	 . 
•	 Large holes are present through the roadway lanes, !f.vith crossing surface 

ties visible. 
•	 The timbers are loose and can be lifted by hand. 
•	 Photos of the crossing are enclosed for your informa~ion. 

According to 92 Illinois Administrative Code, Chapter 3, secti011535.203: "Every grade 
crossing shall be constructed and maintained in such manner tha.. it will not interfere with the 
reasonably safe use of the roadway when traveled in the usual an ordinary manner." Please 
advise this office within the next 30 days of your company's plansl to ensure that the crossing 
surface is properly repaired and meets the requirements of 92 lAC 11, 35. 

I 

Thank you for your prompt attention to these matters. If you have a~y questions, please contact 
Brian Vercruysse, Senior Rail Safety Specialist, at (630) 424-8750 dr bvercruy@icc.illinois.gov . 

Very truly yours, 

Michael E. Stead 
Rail Safety Program Administrator 

Enclosure 
cc:	 Jim Jackson, Harmon Township 

Mike Payette, UP (e-mail) 
Ed Benbow, UP (e-mail) 

527 East Capitol Avenue, Springfleld,lIlinois 62701
 
Telephone [217] 782·7660 Fax [217] 785-7404 TOO (''VmY'') [217] ~4-4915
 

www.icc.illinois.gov
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..~ ~ Coon Road 
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near Normandy 
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Looking North -Overview
 

EastbounCl Lanes 

Eastbound Close-ups
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Michael E. Stead 
May 11, 2007 

Mr. Paul Gegg 
Manager of Track Maintenance 
Union Pacific Railroad 
811 W. Chestnut 
Bloomington, IL 61701 R07-012 

RE:	 Spring Road (AARIDOT #290 475P I railroad milepost 5$f69 ), in Coal City, Grundy 
County, Illinois 

Dear Mr. Gegg: 

A representative of this office recently inspected the referenced croJsin g in response to a rough 
surface complaint we received. Results of the inspection indicate t at existing conditions at the 
crossing do not meet minimum requirements of 92 Illinois Administr tive Code (lAC) 1535.203. 

A summary of our findings are outlined below: 

• Numerous timbers are deteriorated and in need of r~pair. 

•	 Photos of the crossing are enclosed for your informa~ion. 

According to 92 Illinois Administrative Code, Chapter 3, Sectio~ 1535.203: "Every grade 
crossing shall be constructed and maintained in such manner tha~1it will not interfere with the 
reasonably safe use of the roadway when traveled in the usual an. ordinary manner." Please 
advise this office within the next 30 days of your company's plans! to ensure that the crossing 
surface is properly repaired and meets the requirements of 92 lAC 11 35. 

Thank you for your prompt attention to these matters. If you have a~y questions, please contact 
Brian Vercruysse, Senior Railroad Safety Specialist, !~t (312) 636-7760 or 
bvercruy@icc.illinois.gov . . 

Very truly yours, 

Michael E. Stead 
Rail Safety Program Administrator 

Enclosure 
cc: Mike Payette, UP (e-mail) 

Leo Middleton 

BV 

527 East Capitol Avenue, Springfield, Illinois62701 . 
Telephone [217] 782-7660 Fax [217] 785-7404 TOO (''VTTTY'') [217] $24-4915 

www.lcc.lllinois.gov 
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Spring Road at Union PaGificRailro~ 
"290475P;MP 58:69 1+ 

COal City, Gn,Jnqy CountY - BV Il 
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Timber Panel Close..:ups -Timber Deteriorating, ~~pecianywestbound 
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ILLINOIS COMMERCE COMMISS 
TRANSPORTAl"ION DIVISION I RAIL SAFE 

Michael E. Stead RailSafety Program Administrator 

May 29,2007 

G.W. Thompson 
Director of Track Maintenance-St. Louis Division 
Union pacific Railroad Company 
101 North Broadway, Suite 1500 
St. Louis, MO 63102 

Dear Mr. Thompson: 

On May 18, 2007, a representative of this office inspected tht East Street highway-rail 
grade crossing in the Village of Shipman and CH 20 hi9hW~'-rail grade crossing near 
Benld, both in Macoupin County, and the Division Street and shington Street highway
rail grade crossings in the City of Auburn, Sangamon County, llinois, all with the track of 
the Union Pacific Railroad Company. The inspections were ~nducted in response to 
rough crossing complaints recently received by this office. esults of the inspections I 

indicate that existing conditions of the vehicular crossing surfa· e at the crossings do not 
meet the minimum requirements of 92 III. Adm. Code 1535.!3. In addition, the East 
Street highway-rail crossing in Shipman and the Washington S. reet highway-rail crossing 
in Auburn are experiencing pumping action due to poor water dr inage from the crossings. 

A summary of our findings with photographs is attached. 

According to 92 Illinois Administrative Code (lAC), Chapter 3, Section 1535.203: "Every 
grade crossing shall be constructed and maintained in such ma ner that it will not interfere 
with the reasonably safe use of the roadway when traveled 'n the usual and ordinary

I 

manner." Please advise this office within the next thirty (30) da of your company's plans 
to ensure that the vehicular crossing surfaces are properl repaired and meet the 
requirements of 92 lAC 1535. 

If you have any questions, please contact Bob Berry, Railroad ilSafety Specialist, at (217) 
785-8434 or bberry@icc.illinois.gov. 

Very truly yours, 

Michael E. Stead 
Rail Safety Program l\dministrator 

RSB 

Enclosure 

5Z7 East Capitol Avenue. Springfield, Illinois62701
 
Telephone [217] 782·7660 Fax [217] 785-7404 TOO (''VITTY") [217] $24-4915
 

www.lcc.llllnois.gov
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cc:	 Mike Payette, UP 
Steve Berki, UP 
Roy Farwell, UP 
Gary Rouse, UP 

Cross Creek Road, near Benld, Macoupin County, (AARIDOT 1 377K, MP 100.86 CWNL) 
Most of the crossing timbers have been removed and not be replaced with a suitable 
material. There is a concave void where the timbers were re oved. The island asphalt 
is busted up and the south end of the island area has erode northward into the traffic 
lanes. The asphalt east approach to the crossing has mound d which further augments 
the roughness of the crossing. The west and east highw y approaches have one 
timber remaining in place on the north end on the outside th rails. The main problem 
with this crossing is that there is no crossing. 

surface in its entiret . 

East Street in Shi man Macou in Coun AARiDOT 294 397Y MP 234.00 SSWNAO 
The timber/asphalt crossing surface is in very poor condition. : here is an older crossing 
surface with a newer extension added at a later date on thejsouth end of the existing 
crossing. The bevel on the end of the older crossing surface remains with the newer 
timbers abutted up against the beveled end of the old timbers] Several of the timbers in 
the roadway part of the crossing are split and rotted. The sor th end of the small island 
area is eroding away. The timbers are pumping as evidence by the mud present. The 
asphalt adjacent to the crossings has mounded and holes h ve developed where the 
end of the crossing ties have popped out the asphalt abo 
should be replaced at the time the warning device and highw~ 

are scheduled. 

. The crossing surface 
approach improvements 

Pictures are on next page. 

Required Action 
The crossing surface should be replaced in its entirety. Sta~ is still awaiting estimates 
for the installation of automatic flashing light signals and qates at this crossing. 
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Division Street in Auburn. Sangamon County. AARIDOT 294 354F'I!MP 202.30 SSWNAO 

The timber and asphalt crossing surface is in fair conditlonj Some of the timbers are 
loose and all worn. There is a hole in the east approac " north side, immediately 
adjacent to the crossing timber which usually indicates a' drainage problem and a 
more rapid deterioration of the crossing surface than norm I. There is no indication 
yet of any pumping action immediately outside the ends of he crossing. The asphalt 
approaches that are under the jurisdiction of the UP lare mounded up. The 
mounding is especially prevalent on the north and south erl s of the crossing. 

Required Action I 

The hole needs to be patched. The mounded areas shquld be milled down. The 
loose timbers should be re-s iked. 



UP Citation Mr. Thompson 
Group Exhibit B 

May 29,2007 Page 35 of 35 

Page 4 

Washin AARlDOT 294 34 T MP 200.45 SSWNAO 

As can be seen from the attached photographs, the crossing as sunk 1-2 inches on 
the south end, west side. There are two timbers out of alig ment on the outside of 
the rail (west) on the north end of the crossing having sunk everal inches and lean 
toward the rail. These timbers are at the edge of the west b nd traffic lane. On the 
east side, an asphalt overpay has been applied that is mou ed. Since there is no 
overpay of the opposite side, the west side of the crossing w at the elevation of the 
crossing timbers. The east crossing timbers have apparentl risen in elevation and 
the asphalt application was applied to even the crossing. At is time, the asphalt on 
both sides of the crossing, especially at the north end of the crossing has mounded 
and needs milled. On the south end of the crossing, wejside, the difference in 
elevation between the roadway asphalt and crossing ties ne s to be milled down to 
the elevation of the crossing timbers. There is a pecestrian crossing on the south 
side of the vehicular crossing which is in good condition. . 

considered to be raised and new draina e material a lied 

Required Action: 
The crossing timbers need to be re-aligned. The asphalt ~pproaches need to be 
milled. With the pumping action on the north end, th crossing should be 


