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EASTWARD APPROACH - 1T &. 2T AT 70 MPH 
MIN. WARNING TIME = 21 SEC 
APPROACH LENGTH = 2463 FT. 
REACTION TIME = 3 SEC 
RESPONSE TI ME = 3 SEC 

WESTWARD APPROACH - 1T &. 2T AT 70 MPH
 
MIN. WARNING TIME = 31.1 SEC
 
APPROACH LENGTH = 3504 FT. 
REACTION TIME = 3 SEC 
RESPONSE TIME = 3 SEC 

EW &. WW APPROACH - 1T &. 2T AT 79 MPH 
MIN. WARNING TIME = 20 SEC 
WIDE XI NG TI ME = 1 SEC 
REACTION TIME = 5 SEC 
RESPONSE TIME = 5 SEC 
APPROACH LENGTH = 3592 FT. 
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ENLARGED VIEW OF CROSSING
 
SHOWING LOCATION OF SIGNAL FOUNDATIONS
 

- NOT TO SCALE ­

RELAY HOUSE TO BE LOCATED A MINIMUM OF 
30 FEET FROM THE EDGE OF THE NEAREST TRAFFIC LANE 

AND AN ADEQUATE DISTANCE FROM TRACK IN ORDER TO DOT # 372 210RREDUCE OBSTRUCTION TO MOTORIST'S SIGHT DISTANCE. 
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