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GENERAL TERMS AND CONDITIONS 

(Continued from Sheet No. 191) 

METERING (CONTINUED) 

METERING LOCATION (CONTINUED). 
Any new or revised metering installation at a retail customer's premises requiring the use of instrument 
transformers with a metered voltage that does not exceed 480 volts and a disconnecting means with a 
rating that does not exceed 1,200 amperes must be installed outside the retail customer's building, if 
practical, as determined by the Company. Any other new or revised metering installation at a retail 
customer's premises requiring the use of instrument transformers may be located inside the retail 
customer's building unless an outside installation of any or all of the components is specifically designated 
by the Company. Meter-related facilities located inside a retail customer's building must be located as 
near as practical to the point at which the service entrance conductors enter the building. For a situation in 
which two or more metering devices are located inside the retail customer's building, such metering 
devices must be grouped together in the same room and on the same wall. 

Meter-related facilities must not be located in any place in which such facilities are exposed to, or have the 
potential to be exposed to, heat, moisture, vibrations, fumes, dust, a corrosive or explosive atmosphere, 
flooding, or mechanical damage. Such unacceptable locations include, but are not limited to, attics, 
kitchens, bathrooms, lavatories, bedrooms, living rooms, dining rooms, chemical rooms, manholes, clothes 
closets, shafts, coal bins, showers, locker rooms, crawl spaces, stairways, dog yards or runs, storerooms, 
incinerator rooms, and basements projecting under sidewalks. 

Meter-related facilities must maintain clearances from other equipment, machines, and devices in 
accordance with Company specifications. Meter-related facilities must not be located against, behind, 
over, under, or adjacent to boilers, gas meters, gas valves, disconnected gas fittings, chemical tanks, 
radiators, doors, sinks, exposed machinery, steam pipes, fire escapes, stoves, furnaces, tanks, hatches, 
heaters, tracks for overhead doors, laundry tubs, windows, downspouts, and any other location designated 
as unacceptable by the Company. Meter-related facilities must not protrude over sidewalks, driveways, or 
loading ramps. 

Except for Company-installed instrument transformers used in primary metering situations, the Company 
does not allow meter-related facilities to be installed on its poles or equipment. 

Access to meter-related facilities must be through public walkways, halls, or other public areas, and must 
not be through locked or private rooms, tenant spaces, lavatories, or other limited access areas. For a 
situation in which meter-related facilities are located on a balcony, access to such meter-related facilities 
must be by stairs, and must not be by ladder. Clear platform space of at least three (3) feet with suitable 
protective railings must be provided in front of any meter-related facilities located on a balcony. For a 
situation in which meter-related facilities are located in a narrow passageway or area, clear space of at 
least three (3) feet must be provided in front of any such meter-related facilities. 
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