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   AT PINGREE ROAD  

      MP 41.59      
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Designed:

= IN

GATE "C" : 13’

GATE "D" : 13’

ALL OTHER EQUIPMENT IS EXISTING.

CONSTRUCTION NOTES:

FIELD TO INSTALL NEW PEDESTRIAN GATES.
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= FIELD TO SUPPLY OR VERIFY MEASUREMENTS

AND SUPPLY SHUNT TAB NUMBERS.

3286’ 25+5+2(C.T.) SEC. @ 70 M.P.H.3286’ 25+5+2(C.T.) SEC. @ 70 M.P.H.
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100’

TO CHICAGO          

GATE "A" :    ’

GATE "B" :    ’

NOTES:

MORE THAN 4" ABOVE THE SURFACE OF THE GROUND.

  LED LIGHTS

THE PT WILL OPERATE ON 10-15 VOLTS.

FLASHER VARIABLE RES. UNITS TO BE 0.7 OHMS.

TOP OF FOUNDATION TO BE AT SAME ELEVATION

AS THE SURFACE OF THE TRAVELED WAY & NO

ALL LIGHTS TO BE 12" ROUNDELS.

LIGHTS:

xx = BELL

USE #10 STRANDED WIRE ON FLASHER CIRCUITS.

JUMPER CS14 TO BELL-COM INSIDE GATE MECH.

PLANVIEW NOT TO SCALE.

E/R EDGE OF ROAD.
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TO END OF SUBDIVISION

13’-4"

THE C-P AND C HAVE HEAVY DUTY CONTACTS.
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2938’ 29 SEC. @ 70 M.P.H.2938’ 29 SEC. @ 70 M.P.H.
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