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24" SAN SEW
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UNION PACIFIC RR
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PROPOSED DETENTION POND

SANMH6

SANMH5

SANMH4

SANMH3

SAN SEW 24"
181.7 LF
@ 0.15%

SAN SEW 24" - 438.2 LF
@ 0.15%

SAN SEW 24" - 384.2 LF
@ 0.15%

SAN SEW 24" - 458.9 LF
@ 0.15%

SANITARY MANHOLE
TO BE CLEANED AND
MAINTAINED

PLUG EXISTING
24" SAN SEW

CLEAN EXISTING
24" SAN SEW (468 LF)
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STEEL CASING PIPE
AUGURED AND JACKED, 42"
(121 LF)

FILL EXISTING
SANITARY SEWER
(48 CU YD)

ABANDON AND
FILL EXISTING
SANITARY MANHOLE

ABANDON AND FILL EXISTING
SANITARY MANHOLE

ABANDON AND FILL EXISTING
SANITARY MANHOLE

ABANDON AND FILL EXISTING
SANITARY MANHOLE

ABANDON AND FILL EXISTING
SANITARY MANHOLE

SAN SEW 24" - 131.2 LF
@ 0.15%

SAN SEW 24" - 255.2 LF
@ 0.15%

PLUG EXISTING
24" SAN SEW

SANMH9

FILL EXISTING
SANITARY SEWER
(19 CU YD)

STEEL CASING PIPE
AUGURED AND JACKED,
42" (118 LF)
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SANMH1
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 10+00.00
N 1899751.4
E 1002192.0
RIM EL 774.50
INV EL 754.35 (N)
INV EL 754.2| (E,W)

SANMH2
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 11+33.83
N 1899885.1
E 1002190.9
RIM EL 775.50
INV EL 754.53 (N,S)

SANMH3
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 13+88.93
N 1900138.7
E 1002218.0
RIM EL 775.50
INV EL 754.93 (N,S)

SANMH4
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 15+70.67
N 1900307.9
E 1002284.5
RIM EL 780.50
INV EL 755.20 (E,S)

SANMH5
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 20+08.88
N 1900209.5
E 1002711.5
RIM EL 774.00
INV EL 755.86 (E,W)

SANMH6
MAN TA SAN 4 D T1F CL
4’ DIA.
STA 23+93.11
N 1900118.7
E 1003084.9
RIM EL 776.10
INV EL 756.44 (N,W)

SANMH9
MAN TA SAN 4 D T1F CL
4’ DIA.
N 1899764.1
E 1002832.0
RIM EL 771.80
INV EL 754.8| (E,W)

FILL EXISTING SANITARY SEWER
(13 CU YD)

SANITARY SEWER NOTES:
1. INSTALLATION AND TESTING OF SANITARY SEWER PIPE AND MANHOLES SHALL BE IN ACCORDANCE WITH 

THE LATEST EDITION OF THE STANDARD SPECIFICATIONS FOR WATER AND SEWER CONSTRUCTION IN 
ILLINOIS, UNLESS OTHERWISE INDICATED ON THE PLANS OR IN THE SPECIAL PROVISIONS.

2. SANITARY SEWER PIPE SHALL BE DUCTILE IRON, CLASS 52, IN ACCORDANCE WITH AWWA C151; 
OR PVC, SDR-35, IN ACCORDANCE WITH ASTM F679.

3. PIPE JOINTS SHALL BE PUSH-ON, GASKETED TYPE. DUCTILE IRON PIPE JOINTS SHALL BE IN ACCORDANCE 
WITH AWWA C111, AND PVC PIPE JOINTS SHALL BE IN ACCORDANCE WITH ASTM D3212 AND ASTM F477

4. MAINTAIN A MINIMUM HORIZONTAL SEPARATION OF 10 FEET BETWEEN THE SANITARY SEWER AND WATER MAINS.

CLEAN EXISTING
24" SAN SEW (250 LF)
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