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25 lbs/sq. yd.
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01/28/2015

TR 336

RAAI JOB NO. 52814

14-16007-00-FL MARION

Phone: 630-536-2182

David M. Sommerfeld

BP Oil Pipeline Company

Pipeline:

618-244-5151

Dennis Ivers

Tri-County Electric Coop

Electric:

Phone: 630-573-5450

Brian Vangundy

AT&T Distribution

Telephone:

Phone: 618-533-3474

Phone: 618-292-7622

Jason Green

Raccoon Water Company

Water:

 

Phone: 800-232-0144

CSX Transportation, Inc.

Railroad:

J.U.L.I.E. Dig No. X2811191

~

20'| Shoulder to Shoulder

 

16' & Varies

Shld.

2'

Shld.

2'

8' & Varies8' & Varies

Engineer. Typical all four quadrants. See Special Provisions.

slopes at Limits of Construction, or as directed by the

embankment from edge of roadway surface to toe of 

extents of existing R.R. ballast). Place aggregate for

R.R. tracks, Sta. 49+90| to Sta. 50+10| (Matching

Aggregate Base Course (Special) at area parallel to

Exist. oil & chip roadway 12'| width

(Omission)

~
 
o
f
 

R
R
 
T
r
a
c
k
s

**

no additional compensation will be allowed.
unit price per cubic yard for Earth Excavation and
Cost for saw cut shall be included in the contract

~ RR Tracks = Sta. 50+00.00

Dimensions are measured along the ~ of the roadway.

Notes:

JN

JN

GLH

2' ShoulderEdge of Surface

SEEDING, CLASS 2 (SPECIAL)

RAILROAD PROTECTIVE LIABILITY INSURANCE

PIPE CULVERTS, CLASS C, TYPE 2  15"

PIPE CULVERT REMOVAL

SEAL COAT AGGREGATE

COVER COAT AGGREGATE

BITUMINOUS MATERIALS (COVER & SEAL COATS)

BITUMINOUS MATERIALS (PRIME COAT)

AGGREGATE SURFACE COURSE, TYPE B

AGGREGATE BASE COURSE (SPECIAL)

TRENCH BACKFILL

FURNISHED EXCAVATION

EARTH EXCAVATION

ACRE

L SUM

FOOT

FOOT

TON

TON

GALLON

GALLON

TON

TON

CU YD

CU YD

CU YD

0.2

1

70

50

12

12

467

369

436

10

6.1

269

90

Cover & Seal Coat Aggregates

Bituminous Materials (Cover & Seal Coats)

Bituminous Materials (Prime Coat)

Aggregate Base and Surface Course

Embankment Shrinkage Factor

RHUTASEL and ASSOCIATES, INC.

CENTRALIA, ILLINOIS FREEBURG, ILLINOIS

CONSULTING ENGINEERS  LAND SURVEYORS

ILLINOIS DESIGN FIRM LICENSE NO. 184-000287

 TYPICAL FIELD ENTRANCE 

A-2 Surface Treatment

Type B, 8" Thick, with

Aggregate Surface Course

(Special), Typ.

Seeding, Class 2

X2500322

Z0048665

542C1060

50105220

40300600

40300500

40300300

40300100

40200800

20800150

20400800

20200100

Code No.

3:1*

3:
1*

See Plan and Profile sheet for R.O.W. widths.

   in 50' Typ. each approach.

** Cross slope shall transition from transverse slope of tracks to normal ‚"/ft. slope

From 16' proposed roadway to 12' existing roadway, Sta. 52+25.00 to Sta. 52+85.00

Sta. 47+35.00 to Sta. 47+95.00

Width transition: From 12' existing roadway to 16' proposed roadway,

Sta. 47+35.00 to Sta. 52+85.00

Grade

Exising

the Railroad.

of omission or improved by

surface to remain within limits

Existing oil & chip roadway

chip roadway

Existing oil &

Grade

Roadway

Proposed ~

Saw cut (Typ.)**

** Slope ‚"/ftƒ"/ft
** Slope ‚"/ft

3:
1*

ƒ"/ft

3:1*

0.00%
16'

8' 8'

10
'

R

5.00' 5.00'

*

Sta. 49+50. See Cross Sections.

from 3:1 to 2:1 from Sta. 48+50 to

Transition frontslope and backslope

Existing R. O. W.

Lt., Sta. 48+83 for pipe culvert information.

See Plan and Profile sheet

Earth Surface.

Earth Surface

Committments: None as of January 30, 2015.

 

Traffic Control Plan must be approved by the Engineer.

of the project for the duration of construction in accordance with BLR 21.

TR 336 (Peach Tree Road) will be closed to all traffic in the immediate vicinity

 

 

 

 

 

Factors used for quantity calculations are as follows:

 

any location.

above item shall not be less than 90 percent of the nominal thickness at

Standards, Schedules, or Special Details.  The constructed thickness of the

The nominal thickness for surface course is shown on the Typical Sections,

 

cubic yard for Earth Excavation and no additional compensation will be allowed.

District. The cost for this work shall be included in the contract unit price per

the right of way and shall become the property of the County or Road

All materials deemed salvageable by the Engineer shall be stockpiled on

 

or by direct contact with non-members of J.U.L.I.E.

advance notice through the J.U.L.I.E. system by calling 1-800-892-0123,

underground utilities may be obtained by providing a minimum of 48 hours

notifying the respective utilities before work is begun.  Field marking of

unknown and not shown.  The Contractor will be responsible for

approximate.  There may be others, the exact location of which are

information provided by the respective utilities and must be considered

Existing utilities shown are located from surface observations or 

 

Roadway Centerline profile elevations refer to the finished surface.

 

or the copy of the Standard included in these plans.

the edition as indicated by the sub-number listed in the Index of Sheets

Any reference to a Standard in these plans shall be interpreted to mean

 

Construction", adopted January 1, 2012.

Provisions, and the "Standard Specifications for Road and Bridge

This section shall be constructed according to the plans, the Special
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RHUTASEL and ASSOCIATES, INC.

CENTRALIA, ILLINOIS FREEBURG, ILLINOIS

CONSULTING ENGINEERS  LAND SURVEYORS

ILLINOIS DESIGN FIRM LICENSE NO. 184-000287

 EARTHWORK SCHEDULE 
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ROADWAY GRADE

PROPOSED ~GRADE

EXISTING ~ ROADWAY

K=32.57

SAID R.O.W. IS IMPLIED BY THIS DRAWING.

ONLY.  FURTHERMORE, NO COMPLETE SURVEY OF

AND IS TO BE USED FOR REFERENCE PURPOSES

HAS BEEN PROTRACTED FROM EXISTING RECORDS

THE EXISTING RIGHT OF WAY SHOWN HEREON

22.98' LT. OF STA. 49+24.36 - ELEV. 515.71

TBM 1 - RR SPIKE IN POWER POLE

SCALES:

HORZ.-

VERT.-

0 5 10

100500
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PP

PK IN

 P.O.T. STA. 48+50.00 

 LINE TIES 

STA. 48+50.00

IRON PIN

25.00' 25.00'

~ GRADE

PROPOSED ROADWAY
 

50+30.00

 

50+05.00

 

50+02.40

 

49+97.67

 

49+95.00

 

49+70.00

 

STATION

30' FROM ~ TRACKS

 

5' FROM ~ TRACKS

 

TOP N. RAIL

 

TOP S. RAIL

 

5' FROM ~ TRACKS

 

30' FROM ~ TRACKS

DESCRIPTION

LOCATION

518.06

 

518.21

 

518.21

 

518.21

 

518.21

 

518.13

 

ELEVATION

-0.60%

 

0.00%

 

0.00%

 

0.00%

 

+0.32%

 

 

GRADE

~ TRACKS

5.00'5.00'

GAUGE

TOTAL

 

STA. 50+05.00 TO STA. 52+85.00

STA. 47+35.00 TO STA. 49+95.00

          LOCATION

 

 

 

CULVERTS TO BE INSTALLED

PROPOSED 15"} A.R. PIPE

REMOVED. 

EXISTING 12"} CMP TO BE

 

*25% SHRINKAGE

68

34

34

CU. YD.

SHRINKAGE*

ADJUSTED FOR

EXCAVATION

EARTH

337

202

135

CU. YD.

EMBANKMENT

 

 

 

EXCAVATION

**FURNISHED

-269

 

-168

-101

CU. YD.

SHORTAGE (-)

WASTE (+) OR

BALANCE**

EARTHWORK

LIMITS OF CONSTRUCTION

STACEY HALFACRE
STACEY WUEHLER &

JAY D & LINDA WILKINS

BRINKMANN FARMS INC.

SHERRILL & DORA MAE DUNCAN

DAVID E & JEFFREY A MEADOR

ROW CROPS
ROW CROPS

YARD

PASTURE

GRASS

48.39' RT. OF STA. 49+51.13 - ELEV. 515.01

BM - NGS BRASS TABLET ON RR R.O.W.

21.83' LT. OF STA. 50+48.09 - ELEV. 515.43

TBM 2 - RR SPIKE IN POWER POLE
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DISTANCE
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LT. STA. 49+85
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ELEV. 514.26

RT. STA. 48+50

ELEV. 513.93
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TYPICAL ALL FOUR QUADRANTS. 

OR AS DIRECTED BY THE ENGINEER.

TO TOE OF SLOPES AT LIMITS OF CONSTRUCTION,

EMBANKMENT FROM EDGE OF ROADWAY SURFACE

R.R. BALLAST). PLACE AGGREGATE FOR

STA. 50+10| (MATCH EXTENTS OF EXISTING

PARALLEL TO R.R. TRACKS, STA. 49+90| TO

AGGREGATE BASE COURSE (SPECIAL) AT AREA

FOR DITCH ELEVATIONS

SEE CROSS SECTION SHEETS

JN

PLAN AND PROFILE OF ROADWAY

STA. 46+00  TO  STA. 55+00
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PIPE CULVERT REMOVAL

FOOT
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UNIT
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QUANTITY

TOTAL

A.R. STA. 49+37
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ELEV. 514.83

RT. STA. 49+69.43

6.1 CU YD TRENCH BACKFILL

D.S. ? 20' RT., ELEV. 513.68 (W)

U.S. ? 20' LT., ELEV. 513.93 (E)

A.R. ~ STA. 49+60.00. NO SKEW

PIPE CULVERT

CLASS C, TYPE 2 ALUMINIZED METAL

INSTALL 15"}x40 FT. PIPE CULVERTS,

 
BE REMOVED. NO SALVAGE.

EXISTING 12"} CMP TO

VERTICAL ALIGNMENT DETAILS
D.S. ? 19' LT., DITCH 514.02 (N), INV. 513.52(N)

U.S. ? 17' LT., DITCH 514.20 (S), INV. 513.70(S)

LT., STA. 48+83.00.

ALUMINIZED METAL PIPE CULVERT

PIPE CULVERTS, CLASS C, TYPE 2

REMOVED. INSTALL 15"}x30 FT.

EXISTING 15"} PE CULVERT TO BE
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RHUTASEL and ASSOCIATES, INC.

CENTRALIA, ILLINOIS FREEBURG, ILLINOIS

CONSULTING ENGINEERS  LAND SURVEYORS

ILLINOIS DESIGN FIRM LICENSE NO. 184-000287
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