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BRUNDIGE ROAD GRADE CROSSING
WAYSIDE HORNS - WIRING DETAILS

UPRR GENEVA SUBDIVISION, MILEPOST 39.40
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THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING
UNDERGROUND UTILITIES INDICATED ON THE PLANS IS NOT
REPRESENTED AS BEING ACCURATE, SUFFICIENT OR COMPLETE.
IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE
THE ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING THE
SERVICE CONNECTIONS TO UNDERGROUND UTILITIES.  PRIOR TO
CONSTRUCTION THE CONTRACTOR SHALL NOTIFY THE UTILITY 
COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FROM
THE RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND
ASSISTANCE RELATIVE TO THE LOCATION OF THEIR FACILITIES
AND THE WORKING SCHEDULE OF THE COMPANIES FOR REMOVAL 
OR ADJUSTMENT WHERE REQUIRED.  IN THE EVENT AN UNEXPECTED 
UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION,
THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE UTILITY
COMPANY OF JURISDICTION. THE ENGINEER SHALL ALSO BE
IMMEDIATELY NOTIFIED.  ANY SUCH MAINS AND SERVICES SHALL
BE RESTORED TO SERVICE AT ONCE AND PAID FOR BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT.
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2"C. (4"C UNDER TRACK).

1-12/C #14 IMSA (INTERFACE), 2"C.

14#16 (UPRR INTERFACE) - WIRING BY UPRR.

HORIZONTAL DIRECTIONAL DRILL (DRY BORE) 
CONDUIT UNDER PAVEMENT (MINIMUM 2'-0") 
AND TRACK (MINIMUM 5'-6").  CONDUIT UNDER 
TRACK SHALL BE 4" SCHED 40 PVC IN A 6"
SCHED 40 STEEL CASING PIPE.

SIGNAL REPRESENTATIVE FROM UPRR MUST BE 
PRESENT DURING INSTALLATION OF CONDUIT 
BELOW TRACK.

HORN CIRCUIT (2-2/C #16 TWPR).

COORDINATE WITH UTILITY FOR METERING.
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ADJUST FINAL MOUNTING HEIGHTS OF DEVICES IN FIELD.  COORDINATE WITH UPRR.

PROVIDE ALL HARDWARE REQUIRED TO MOUNT EQUIPMENT.

WAYSIDE HORN CONFIRMATION SIGNALS SHALL BE INSTALLED NO LESS THAN 20 FEET 
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THE FINAL LOCATION OF THE WAYSIDE HORNS MAY BE ADJUSTED DURING CONSTRUCTION 

TO AVOID EXISTING UPRR UTILITIES THAT ARE FIELD LOCATED.

DIMENSIONS TO CENTERLINE OF PROPOSED POLES FOR WAYSIDE HORN EQUIPMENT ARE 

PERPENDICULAR FROM CENTERLINE OF EXISTING TRACK AND PERPENDICULAR FROM 

CENTERLINE OF EXISTING RAILROAD SIGNAL POLE.

UPRR UTILITY LOCATES: CALL (312)496-4739

FIBER OPTIC LOCATIONS, CALL (800)336-9193

CONTACT JOINT UTILITY LOCATING INFORMATION BEFORE EXCAVATING 

(JULIE) 1-800-892-0123 FOR UTILITY INFORMATION.

UPRR FLAGMAN REQUIRED FOR ALL WORK WITHIN 25 FEET OF THE NEAREST TRACK.

ALL ELECTRICAL EQUIPMENT SHALL BE INSTALLED IN CONFORMANCE WITH NFPA 70

(NEC MOST CURRENT ISSUE IN FORCE). THE RESPECTIVE EQUIPMENT MANUFACTURER'S

DIRECTIONS AND ALL OTHER APPLICABLE LOCAL CODES, LAWS, ORDINANCES, AND 

REQUIREMENTS IN FORCE. ANY INSTALLATION WHICH VOID THE U.L. LISTING (OR OTHER

THIRD PARTY LISTING) AND/OR THE MANUFACTURER'S WARRANTY OF A DEVICE SHALL

NOT BE PERMITTED.

GROUNDING SHALL CONFORM WITH NFPA 70 (NEC MOST CURRENT ISSUE IN FORCE) AND 

ALL OTHER APPLICABLE LOCAL CODES, LAWS, ORDINANCES, AND REQUIREMENTS IN FORCE.

ALL EXCAVATION SPOILS TO REMAIN ON SITE.
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POLE  TO C.L. HORN/SIGNAL

POLE

5.5' FROM AERIAL CABLE  
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